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SYMBOL LEGEND PHASE "B" FLOOR PLAN KEYED NOTES

PHASE "B" DEMOLTION PLAN KEYED NOTES

(1) NEW ELEC SUB-PANEL. RE: E-101

@

ELEVATION REF.

(3) PROVIDE SHEATHING, HOUSE WRAP, LAP

(2 PROVIDE ADD'L 2x4 STUDS TO ACHIEVE
SPACING OF 16" O.C. AND FRAME NEW
OPENINGS. RE: FRAMING DETAIL 5/A501

DTL SIDING, AND STUCCO SKIRT, ALL 4 WALLS.

DTL

o

INT. ELEV. REF.

SECTION REFERENCE

WINDOW TYPE REF.

RE: ELEVS ON A-201 & SECTIONS ON A-301.

DTL (4) 2x6 STUD FRAMING, RE: DETAIL 6/A501

@ heol V</—@ A301

PROTECT EXISTING OAK TREE FROM DAMAGE,
EXISTING FENCE TO REMAIN
WALLS WITHIN 5' OF PROPERTY LINE TO BE

1-HR FIRE RATED PER INTERTEK JH/FCS 60-04,
OR UL U906 FOR CMU WALL

A\ EXISTING FRAMING AND CMU TO REMAIN

(3) WALL FRAMING TO BE DEMO'ED

(4) DEMO EXISTING DOORS AND FRAMES

ALL WOOD FRAMING TO BE BUILT IN (5) DEMO ROOFING AND ROOF FRAMING. TOP
ACCORDANCE WITH THE PRESCRIPTIVE PLATE OF EXTERIOR WALLS TO REMAIN.
REQUIREMENTS OF THE 2015 IRC BRACE EXT WALLS PRIOR TO ROOF DEMO.

@ DEMO ALL EXTERIOR SIDING AND TRIM. @ EXISTING CONC. FLOOR SLAB TO REMAIN.

(@) EXISTING ELEC CONDUIT TO REMAIN.

SUB-PANEL TO BE REMOVED AND REPLACED.
RE: E-101 FOR ELEC WORK. TURN OFF MAIN AT
HOUSE PRIOR TO START OF ELEC WORK.
EXISTING FENCE TO REMAIN

DEMO EXISTING WORKBENCH
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ORIG. ISSUE DATE:  2020-06-19
SCALE: 147 = 10r | FEVISION HISTORY GARAGE PHASE "B" DEMO
DRAWN BY: PAB J REV. |DESCRIPTION DATE AND FLOOR PLAN
FILE NAME: 2018-01-A101-B.dwg 1 REVISION 01 10/26/2020 RENOVATION

PAUL BIELAMOWICZ, AlA, LEED AP
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ALIGN RAFTER NOTCH WITH
. TOP EDGE OF TOP PLATE

@)

RAFTER/JOIST BEARING DETAIL

CEILING PLAN KEYED NOTES

(1) 2x8 CEILING JOISTS, NO.2 MIN.,
@ 16" 0.C., PER IRC R802.4(1)

(2) 2x6 RAFTERS, NO.2 MIN.,
@ 16" O.C., PER IRC R802.5.1(1)

(3) ALIGN FACE OF END RAFTER WITH
FACE OF WALL FRAMING. RE: A-301

@ EXT. WALL SCONCE, RE: E-101 FOR

@ ELEC. DOOR OPENER, RE: E-101. PROVIDE

BLOCKING AS REQ'D.

(&) PAINT RAFTER TAILS AND SOFFITS PT-2

A\ 2x6 BLOCKING TO MATCH RAFTER TAILS, PT-2

LED STRIP LIGHTS, SURFACE MOUNT

UNDERSIDE OF TRUSSES, RE: E-101

SCALE: 1"= 10" PRODUCT, RE: A-201 FOR HEIGHT
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@ ROOFPLAN ® @ REFLECTED CEILING PLAN @
ORIG. ISSUE DATE:  2020-06-19
SCALE: 1an = 1gr | REVISION HISTORY GARAGE CEILING PLAN AND
DRAWN BY: PAB [ REV. |DESCRIPTION DATE
FILE NAME:  2018-01-A102.dwg 1 | REVISION 01 10/26/2020 RENOVATION ROOF PLAN
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RIDGE FLASHING, RE: ROOF
DETAILS ON A-503

STANDING SEAM METAL
ROOFING, RE: SPECS

FLOATING RAKE ROOF EDGE
RE: ROOF DETAILS

ROOF EAVE WITH DRIP EDGE
RE: ROOF DETAILS

EXPOSED RAFTER TAILS,
PAINT PT-2

5/4x3.5 HARDI TRIM AT
CORNERS, PAINT PT-2

5/4x3.5 HARDI TRIM AT
WINDOWS, TYP., PAINT PT-2

5-1/4" SMOOTH, HARDI-PLANK
LAP SIDING, W/ 4" EXPOSURE,
PAINT PT-1

NATURAL GREY CEMENT
STUCCO, TO MATCH HOUSE

@ NORTH ELEVATION
SCALE: 1/4"= 10"

—

RIDGE FLASHING, RE: ROOF
DETAILS ON A-503

FLOATING RAKE ROOF EDGE
CUT CMU BLOCKS B$HI(ISID

TRIM AS NECESSAR
FOLLOW ROOF SLOPE

1x8 TRIM, PAINT PT-2
4" COURSE BELOW BOND

BEAM, TO ALIGN BOND BEAM
W/ FRAMING

PAINT RAFTER TAILS AND
SOFFITS PT-2, TYP.

5/4x3.5 HARDI TRIM AT
CORNERS, PAINT PT-2

——— MOISTURE RESISTANT

TREATED 2x BLOCKING
PAINT PT-2

NATURAL GREY CMU BLOCK

2 EAST ELEVATION

SCALE: 1/4" = 10"

11'-6"

RIDGE FLASHING, RE: ROOF
1 / DETAILS
SN 30

STANDING SEAM METAL
ROOFING, RE: SPECS

FLOATING RAKE ROOF EDGE
RE: ROOF DETAILS

ROOF EAVE WITH DRIP EDGE
RE: ROOF DETAILS

EXPOSED RAFTER TAILS,
PAINT PT-2

5/4x3.5 HARDI TRIM AT
CORNERS, PAINT PT-2

5-1/4" SMOOTH, HARDI-PLANK
IﬁAll:’ SIDIN? W/ 4" EXPOSURE,

NATURAL GREY CEMENT
ET%%%O, TO MATCH SKIRT OF

3 SOUTH ELEVATION
SCALE: 1/4"= 10"
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GABLE VENT, INFILL W/ WIRE
MESH, W/ 5/4x3.5 HARDI TRIM

EXTERIOR WALL SCONCE
RE: ELEC DWGS

FLOATING RAKE ROOF EDGE
2x4 TRIM, PAINT PT-2

5-1/4" SMOOTH, HARDI-PLANK
LAP SIDING, W/ 4" EXPOSURE,
PAINT PT-1

5/4x3.5 HARDI TRIM AT
CORNERS, PAINT PT-2

5/4x3.5 HARDI TRIM AT DOOR
HEADS PAINT PT-2

5/4x3.5 HARDI TRIM AT DOOR
JAMBS PAINT PT-;

NATURAL GREY CEMENT
STUCCO, TO MATCH SKIRT OF
HOUSE

1 WEST ELEVATION

SCALE: 1/4" = 1'-0"

ORIG. ISSUE DATE:  2020-06-19 [ REVISION HISTORY

SCALE: 1/8" =1'-0"

DRAWN BY: PAB || REV. |DESCRIPTION DATE

FILE NAME: 2018-01-A201.dwg 1 REVISION 01 10/26/2020

PAUL BIELAMOWICZ, AIA, LEED AP

2111 Wilson Street

Austin, Texas 78704

(512) 484-3990

GARAGE
RENOVATION

BUILDING
ELEVATIONS

Bielamowicz Residence

2111 Wilson Street
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BUILDING SECTION - NEW

{
{

@

SCALE: 1/4" = 10"

[ |

1/

BUILDING SECTION - DEMO

(2)

SCALE: 1/4" = 10"

STANDING SEAM METAL
ROOFING SYSTEM

NON-BITUMEN SYNTHETIC
ROOFING UNDERLAYMENT
ROOF SHEATHING, APA EXP. 1
OR EXTERIOR, MIN. 5/8"
GARAGE DOOR OPENER

INFILL 2x STUD FRAMING AT
GABLE ENDS

2x6 RAFTERS, @ 16" O.C., W/
2x8 CLG JOISTS @ 16" O.C.
NEW LIGHTS, RE: ELEC DWGS
PROVIDE ADD'L 2x4 TOP
PLATE

5/8" TYPE X INT. DRYWALL

5/8" TYPE X FIBERGLASS
FACED DRYWALL SHEATHING

TYVEK HOUSE WRAP
5-1/4" HARDI LAP SIDING,
SMOQTH, 4" EXPOSURE

PRO\/IDE 7/8" STUCCO FINISH
SYSTE! BOTTOM 12" OF
EXTERIOR WALL

REMOVE ALL ROOFING AND
ROOF FRAMING DOWN TO
TOP PLATES OF WALLS.
BRACE SIDE AND BACK WALLS
PRIOR TO REMOVING ANY
FRAMING

DEMO ELEC FIXTURES,
J-BOXES AND WIRING, BACK
TO BREAKERS IN SUB PANEL

DEMO EXISTING DOORS,
FRAMES AND HEADER

EXISTING WALL TO REMAIN.
PROVIDE TEMP BRACING AS
NEEDED UNTIL NEW ROOF
FRAMING INSTALLED

DEMO WORKBENCH

DEMO EAST AND WEST WALLS

o oy,

8'-8 7/8"

o E—

=~

11-6"
71 1/2"

6'-8" MIN. CLEAR,

BUILDING SECTION - NEW

O

SCALE: 1/4" = 10"

9-77/8"
12'

&

BUILDING SECTION - DEMO

0

SCALE: 1/4" = 1'-0"

RIDGE FLASHING, RE: DETAILS
1x4 COLLAR TIES, @ 4' MIN.

STANDING SEAM METAL
ROOFING SYSTEM

NON-BITUMEN SYNTHETIC
ROOFING UNDERLAYMENT

ROOF SHEATHING, APA EXP. 1
OR EXTERIOR, MIN. 5/8"

2x6 RAFTERS, @ 16" O.C.

2x8 CLG. JOISTS, @ 16" O.C.
ADD 2x4 PLATE TO CREATE
DOUBLE TOP PLATE

NEW LIGHTS, RE: ELEC DWGS
GARAGE DOOR OPENER

PROVIDE ADD'L STUDS AS
REQ'D FOR 16" MAX. SPACING

5/8" TYPE X, FIBERGLASS
FACED DRYWALL SHEATHING

TYVEK HOUSE WRAP
5-1/4" HARDI LAP SIDING,
SMOOQTH, 4" EXPOSURE

STUCCO FINISH SYSTEM AT
BOTTOM 12"

REMOVE ALL ROOFING AND

LLS.
BRACE SID! ALLS PRIOR TO
REMOVING ANY FRAMING

DEMO ELEC FIXTURES,
J-BOXES AND WIRING, BACK
TO BREAKERS IN SUB PANEL

EXISTING TOP PLATE AND
STUD FRAMING TO REMAIN

DEMO EXT. SIDING AND
HORIZ. NAILER. STUD
FRAMING TO REMAIN.

DEMO WORKBENCH

BRACE NORTH/SOUTH WALLS
PRIOR TO REMOVING ROOF,
SIDING, OR EAST/WEST WALL
FRAMING.

ORIG. ISSUE DATE:  2020-06-19 | REVISION HISTORY
SCALE: 1/4" = 10"

DRAWN BY: PAB [ REV. |DESCRIPTION DATE

FILE NAME: ~ 2018-01-A301.dwg 1 | REVISION 01 10/26/2020

PAUL BIELAMOWICZ, AIA, LEED AP

2111 Wilson Street
Austin, Texas 78704
(512) 484-3990
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ALL EXTERIOR WALLS WITHIN 5' OF PROPERTY LINES ARE
DESIGNED PER THE 1-HOUR UL TESTED ASSEMBLY UL W307,
TESTED PER UL 263 WITH EXPOSURE FROM BOTH SIDES,
MEETING IRC TABLE R302.1(1). THE DATA SHEET FOR
UL W307 IS ATTACHED TO THE PERMIT APPLICATION.
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~1.5"

e
Zigney

IR

7'-0" CLEAR

N

STANDING SEAM METAL ROOF SYSTEM

NON-ASPHALTIC UNDERLAYMENT
ROOF SHEATHING, RE: SPECS

SEAL JOINT BETWEEN
TYVEK AND SOFFIT

ROOFING MFR DETAIL
W/ DRIP EDGE

PAINT RAFTER TAILS AND
SOFFITS PT-2

5/4 x 3.5" HARDI TRIM, PT-2

TYVEK HOUSEWRAP FULL HEIGHT
OF SHEATHING

5-1/4" HARDI PLANK LAP SIDING W/
4" EXPOSURE. PAINT PT-1

TYVEK HOUSE WRAP, TAPE SEAMS
5/8" TYPE X EXT. SHEATHING

HARDI LAP SIDING STARTER STRIP
LAP TYVEK TAPE OVER Z TRIM

MTL Z-FLASHING OVER HARDI TRIM
SEALANT AND BACKER ROD

5/4 x 3.5" HARDI TRIM, PAINT PT-2
WRAP TYVEK TAPE INTO R.O.

(3) 2X10 RIM HEADER OVER R.O.
PER IRC R602.7.2

DOOR FRAME RE: A-502, PAINT PT-2
SHIM AT HEAD AND JAMB AS NEEDED
JAMB TRIM, PAINT PT-2

EXISTING CONC. FOUNDATION
EXISTING DRIVEWAY

HOUSE WRAP FULL HEIGHT OF
SHEATHING, SEAL AT SOFFIT

SOLID 2x FIRE BLOCKING
5/8" TYPE-X EXTERIOR SHEATHING

3.5" X 5/4 HARDIE TRIM, PT-2
ADD 2x4 FOR DOUBLE TOP PLATE

METAL Z FLASHING ABOVE WINDOWS
5/8" TYPE X INTERIOR DRYWALL, PT-3
1x4 INT. TRIM, PT-3

DOUBLE 2x4 HEADER

WRAP TYVEK FLASHING TAPE INTO R.O.
5/4 X 3.5" HARDI-TRIM, PT-2

WRAP TYVEK FLASHING TAPE INTO R.O.
1x4 CASING TRIM, PAINTED PT-3

5-1/4" HARDI PLANK LAP SIDING W/
4" EXPOSURE. PT-1

TYVEK HOUSE WRAP, TAPE SEAMS

2

|

5/8" TYPE X EXTERIOR SHEATHING
ELEC J-BOX @ 42" A.F.F., RE: E-101

5/8" TYPE X INT. DRYWALL, PT-3
5/8" TYPE X EXTERIOR SHEATHING
TYVEK HOUSE WRAP

LAP TYVEK TAPE OVER Z TRIM
HARDI PLANK STARTER STRIP
METAL Z-FLASHING

7/8", 3-COAT CEMENT STUCCO
ON EXPANDED METAL MESH

| EXTEND TYVEK BEHIND STUCCO

1x4 BASE, PAINT PT-3
METAL CASING BEAD

T SEAL BTWN SHEATHING & SLAB

WALL SECTION

SCALE: 1" =1'Q"

42" AF.F., TYP.

LAP TYVEK TAPE OVER Z TRIM
/ HARDI PLANK STARTER STRIP

SOLID 2x FIRE BLOCKING
5/8" TYPE X EXT. SHEATHING

HOUSE WRAP FULL HEIGHT OF
SHEATHING, SEAL AT SOFFIT

3.5" X 5/4 HARDIE TRIM, PT-2

DRIP EDGE PER
: ROOFING MFR DETAILS
PAINT RAFTER TAILS AND
SOFFITS PT-2
ADD 2x4 FOR DOUBLE TOP PLATE

5/8" TYPE X DRYWALL, W/ J-BEAD
AT TOP EDGE

5/8" TYPE X DRYWALL, PT-3
ELEC. J-BOX, RE: E-101

4" EXPOSURE. PAINT PT-1

’] |_———— 5-1/4" HARDI PLANK LAP SIDING W/

TYVEK HOUSE WRAP, TAPE SEAMS
5/8" TYPE X EXTERIOR SHEATHING

5-1/4" HARDI PLANK LAP SIDING W/
4" EXPOSURE. PAINT PT-1

TYVEK HOUSE WRAP

METAL Z-FLASHING

7/8", 3-COAT CEMENT STUCCO
ON EXPANDED METAL MESH

EXTEND TYVEK BEHIND STUCCO
1x4 BASE, PAINT PT-3

3 SEAL BTWN SHEATHING & SLAB
! J ; METAL CASING BEAD

WALL SECTION

SCALE: 1" = 1'-0" (1-HR FIRE PER UL W307)

3 WALL SECTION
SCALE: 1" = 1-0"
ORIG. ISSUE DATE:  2020-06-19 | REVISION HISTORY
SCALE: 1" = 10"
DRAWN BY: PAB REV. |DESCRIPTION DATE
FILE NAME:  2018-01-A302.dwg
PAUL BIELAMOWICZ, AIA, LEED AP T
2111 Wilson Street R COPE
Austin, Texas 78704 qEVEVE
(512) 484-3990

GARAGE
RENOVATION

Bielamowicz Residence

2111 Wilson Street
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MASONRY MATERIAL SPECIFICATIONS

1. CMU BLOCK
- TYPE D-2 FIRE RESISTIVE CMU, MEETING ASTM C90
- 6" WIDTH x 8" TALL x 16" LENGTH, NOMINAL, U.N.O.
- INSTALL USING RUNNING BOND PATTERN
2. MORTAR AND JOINTS
- TYPE N CEMENT MORTAR, PER TABLE IRC 606.2.8
- JOINTS TOOLED WITH CONCAVE JOINTS
- ALL HEAD AND BED JOINTS TO BE 3/8" THICK
3. GROUT
- GROUT TO COMPLY WITH ASTM C476 (MIN. 2,000 PSI)
- PROVIDE FINE GROUT, WITH MIN. 8" SLUMP
- GROUT IN LIFTS NO HIGHER THAN 5' PER LIFT

. BED JOINT REINFORCEMENT

- PROVIDE LADDER TYPE, WITH WELDED 9 GA. WIRES
- JOINT REINFORCEMENT TO BE HOT-DIPPED GALVANIZED
- PLACE AT 16" O.C. VERTICALLY

. BOND BEAM AND VERITCAL CELL REINFORCEMENT

- ALL BARS TO BE MIN. #4, GRADE 40 BARS
- PROVIDE VERTICAL CELL REINFORCING AS FOLLOWS:
- ONE #4 BAR, FULLY GROUTED, AT EACH END CELL
- ONE #4 BAR, FULLY GROUTED, @ 24" O.C. MAX.
- PROVIDE HORIZONTAL BOND BEAMS AS FOLLOWS:
- AT BASE OF WALL, (1) COURSE HIGH, W/ (1) #4 BAR
- AT 7'-0", (2) COURSES HIGH, W/ (1) #4 BARS EA. COURSE

4* LINE OF ROOF OVERHANG ABOVE

5/8" TYPE-X INT. SHEATHING, PAINT PT-3

INTERIOR SEALANT (PAINTABLE)

1/2" ANCHOR BOLTS @ 3' O.C.

HARDIE LAP SIDING, PAINT PT-1

TYVEK WEATHER BARRIER

5/8" TYPE-X, EXT. SHEATHING

WOOD BLOCKING AS NEEDED TO SUPPORT
EDGE OF SHEATHING

5/4 x 3.5" HARDI TRIM, PAINT PT-2

WEATHER BARRIER FLASHING TAPE, WRAP
BEHIND WOOD BLOCKING

PRESERVATIVE TREATED WOOD BLOCKING,
ALIGN W/ FACE OF SHEATHING, PAINT PT-2

GROUT EVERY 3RD CELL WITH
(1) #4 BAR, VERTICAL, RE: A-101A

6" CMU BLOCK, NATURAL CONCRETE, NO
APPLIED FINISH

2 WALL SECTION

SCALE: 3" = 10"

CMU EXTERIOR WALLS WITHIN 5' OF PROPERTY LINES ARE
DESIGNED PER UL TESTED ASSEMBLY UL U906, TESTED PER
UL 263 WITH EXPOSURE FROM BOTH SIDES, TO ACHIEVE THE
1-HR RATING REQ'D PER IRC TABLE R302.1(1). THE DATA
SHEET FOR UL U906 IS ATTACHED TO THE SUBMITTED PLANS.

ROOFING MFR DETAIL W/ DRIP EDGE
NON-ASPHALTIC UNDERLAYMENT
ROOF SHEATHING, RE: SPECS

SEAL JOINT BETWEEN TYVEK AND SOFFIT

_ STANDING SEAM ROOFING

H X LAST RAFTER ANCHORED TO CMU WALL
[N [y CUT CMU BLOCKS AS NEEDED TO FOLLOW
ROOF SLOPE

I 1x8 TRIM, PAINT PT-2

Ll VA
*
JQE 2x FRAMING DIAGONAL LATERAL BRACES

e X 3x8 NOMINAL LEDGER
Y

ans)

1/2" ANCHOR BOLTS @ 24" O.C.,
1 MIN. 4" EMBED, PER IRC 606.11(1)

i
oy > TWO-COURSE, FULLY GROUTED
o BOND BEAM, W/ (1) #4 BAR
1 HORIZONTAL EACH COURSE
‘ I ‘ | —— 4" COURSE BELOW BOND BEAM TO

ALIGN MIDDLE OF BOND BEAM AT
7-0"AF.F.

F FULLY GROUT EVERY 3RD CELL
Il WITH (1) #4 BAR VERTICAL

”": FULLY GROUTED BOND BEAM AT BOTTOM

H COURSE WITH (1) #4 HORIZONTAL BAR

Il

T 3/8" DOWELS, EPOXY INTO EXISTING

: 3 CONCRETE FOUNDATION @ 24" O.C. MIN.
A ﬁ EXISTING CONC. FOUNDATION

1 WALL SECTION

SCALE: 1" = 1'-0" (1-HR FIRE PER UL U906)

7'-0" A.F.F.

GARAGE

ORIG. ISSUE DATE:  2020-10-24 | REVISION HISTORY
SCALE: 1" =1-0"

DRAWN BY: PAB [ REV. |DESCRIPTION
FILE NAME: 2018-01-A303.dwg 1 REVISION 01
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| 37"
EXISTING TO REMAIN
| 3-10" L 8-3"R.O. | 110" | 2-11"RO. |
i 1 A a1 A
112 3/4¢
6 | WEST WALL FRAMING DETAIL
SCALE: 3/16" = 1'-0"
EXTERIOR INTERIOR EXTERIOR

RIM HEADER ANCHORED TO TOP
PLATES PER IRC FASTENING
SCHEDULE TABLE R602.3(1>

RAFTERS AND CEILING JOISTS
ANCHORED TO TOP PLATES PER
IRC TABLE R602.3(1>

RAFTERS AND CEILING JOISTS
ANCHORED TO TOP PLATES PER
IRC TABLE R602.3(1>

(3> 2x10 CONTINUOUS RIM BOARD

HEADER PER IRC 602.7.2 AND
TABLE R602.7¢1), MAX. ALLOWABLE
SPAN: 10°-6", ACTUAL SPAN: 8-3

a4

2-6"R.O.

I —

DBL 2x6 STUDS EITHER SIDE
OF DOOR OPENING

2x6 STUD FRAMING AT WEST WALL I
16" O.C. MAX.

DBL 2x6 STUDS EITHER SIDE
OF DBL DOOR OPENING

h4

BRACED WALL PANELS:

MIN. 3’-10" TOTAL BRACED LENGTH
PER IRC TABLE R602.10.3¢D,
METHOD GB, W/ WALL HT. & ROOF
HT. ADJUSTMENTS

i

2x6 SILL PLATES, W/ 1/2° DIA,

ANCHOR BOLTS @ 6’ OC. (MIN), W/
7 EMBED INTO CONCRETE, PER IRC
R403.1.6. MIN, 2 BOLTS PER PLATE
SECTION, AND WITHIN 127 OF ENDS.

DBL 2x4 HEADER
W/ 1/2" SPACER PER
IRC TABLE R602.7(1>

2x4 KING STUD AT
EACH JACK STUD

2x4 BLOCKING,
AS NEEDED

SINGLE 2x4 JACK STUD,
EACH SIDE

CRIPPLE STUDS @ 16" MAX.

2x4 SILL PLATES, W/ 1/2° DIA

ANCHOR BOLTS €@ 6’ O.C. (MIN), W/
7* EMBED INTO CONCRETE, PER IRC
R4031.6. MIN. 2 BOLTS PER PLATE
SECTION, AND WITHIN 12" OF ENDS.

WINDOW OPENING FRAMING DETAIL

5

INTERIOR

LAP SIDING, PT-01

SCALE: 3/16" = 1'-Q"

EXTERIOR

/T

ASOL

WINDOW TYPE W1:

ANDERSEN 100 SERIES, MODEL 100SHS2626
(SUBSTITUTES REQUIRES ARCHITECT APPROVAL)
1. STYLE: 100-SERIES, SINGLE-HUNG

2. WINDOW SIZE: 29 1/2" X 29 1/2"

3. ROUGH OPENING SIZE: 30" X 30"

4. EXT. COLOR: WHITE

5. INT. COLOR: WHITE

6. GLASS: CLEAR LOW-E (NON TEMPERED)
7. GRILLES: NONE

8. FRAME: FLANGED W/ 1" SETBACK

9. HARDWARE: MFR STANDARD, WHITE

4 WINDOW TYPE W1

SCALE: 3/16" = 10"

INTERIOR

LAP SIDING, PT-01

(0] |
z =
z § WINDOW, AS SPECIFIED E TYVEK TAPE, LAP OVER Z-FLASHING RZET’;E?;:E?RBSAE:EEING
3|z 1X WOOD JAMB TRIM BEYOND, PT-3 : METAL "Z" FLASHING ;
I8 WRAP WEATHER BARRIER INTO R.O. & DBL 2x4 HEADER W/ PLYWOOD SHIM 5 SEALANT
8|z 1x4 WOOD SILL TRIM, PT-3 5/4 x 3.5" HARDI TRIM, PT-2 - 5/4 x 3.5" HARDI TRIM, PT-2
2= : g TYVEK TAPE, LAP OVER FLANGE Eifii ELV(E';IL’:‘;E' LAP OVER FLANGE
- E————1  ANCHOR WINDOW PER MFR REQMTS g K K . / 1x4 WOOD TRIM, PT-3 217 ea—
% = 1x4 WOOD TRIM, PT-3 S '7‘ ANCHOR WINDOW PER MFR REQMTS & ol 1x4 WOOD TRIM, PT-3
I : o5t SILL PRAMING = 3 g ' < & ANCHOR WINDOW PER MFR REQMTS
= TYVEK TAPE, LAP OVER FLANGE o o
A\k 54 x 3.5" HARDI TRIM, PT-2 ZIN 1X WOOD TRIM, PT-3 /N 1x WOOD TRIM, PT-3
] TYPE X EXTERIOR SHEATHING g2 WRAP WEATHER BARRIER INTORO. & |2 ———— WRAP WEATHER BARRIER INTO R.0.
: SEALANT °|8 1x WOOD JAMB TRIM BEYOND, PT-3 O |8 312" xl"NV[‘)’g\?VDASS"-S'-PTERC':VF'IBEEDLOW' PT-3
- TYVEK WEATHER BARRIER I WINDOW, AS SPECIFIED 5|2 :
: LAP SIDING, PT-01 o= 9|3
2 o ['4
3) WINDOW SILL DETAIL o) WINDOW HEAD DETAIL 1) WINDOW JAMB DETAIL
SCALE: 3" = 1-0f SCALE: 3" = 1'-0f SCALE: 3" = 10"
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DOOR TYPES DOOR SCHEDULE, HARDWARE SETS, AND NOTES
4 8 b3y DOOR DOOR FRAME HOWR. | FIRE
N S NO. TYPE WIDTH | HEIGHT | THICK. MATL. MATL. HEAD JAMB JAMB SILL SET LABEL
~ 1.01 A 8-0" PR | 7-0" | 1-3/4" wo ) 3/A502 2/A502 2/A502 (SM) 1/A502 HW-1 N/A
AR // 1.02 B 30" 7-0" | 1-3/4" WD WD 3/A502 2/A502 | 2/A502 (SIM) 1/A502 HW-2 N/A
N N HARDWARE SET #1 - OUTSWING CARRAIGE DOORS DOOR SPECIFICATION NOTES
~ ~ - QTY. ITEM MFR. MODEL __ FINISH _NOTES 1. DOOR TYPE "A" TO BE PAIR OF DOORS, EACH LEAF TO BE SIMPSON
N 8 HINGES PBB 4B51-NRP US32D  4.5'4", SQUARE CORNERS #6813, 1-3/4" THICK EXT. GRADE WOOD DOORS, SINGLE PANEL/THREE
AN / 2 BOTTOMSEAL  PEMKO 313AN GREY  FULLY MORTISED, 48" LITE W/ CLEAR 3/4" INSULATED GLASS (TDL), SQUARE STICKING, IN
1 WEATHERSTRIP PEMKO P-50W WHITE HEAD AND JAMBS STAIN GRADE DOUGLAS FIR. EQUAL DOORS BY OTHER
1 WEATHERSTRIP PEMKO ASTRAGAL MANUFACTURERS ACCEPTABLE WITH ARCHITECTS APPROVAL
2 FLUSHBOLTS  HAGER 275D S.S.  MOUNTAT HEAD
2. DOOR TYPE "B" TO BE SIMPSON #7081, 1-3/4" THICK EXT. GRADE
A B g‘T‘sD"I"T’E':AE SET #2 - EXTERIOR ENTRAN&%B‘ESR FNISH  NOTES WOOD DOOR, HALF-LITE W/ CLEAR 3/4" INSULATED GLASS, SQUARE
. TICKING, IN STAIN GRADE DOUGLAS FIR. EQUAL DOORS BY OTHER
1 EXT.HANDLESET KWIKSET _ B800SE 15 SHELBURNE, SATIN NICKLE ,\SAA',SU'FA%T'U;ERQ A%CEPTAB?_E?N,TSH A'RCH?TUECTSC:\CF),P%VA?_
1 INT.TRIM KWIKSET ~ 966TNL 15 TUSTIN, SATIN NICKLE
4 HINGES PBB BB51-NRP US32D  4"x4", SQUARE CORNERS )
. 3. WOOD DOOR FINISH TO BE AS FOLLOWS:
1 BOTTOMSEAL  PEMKO 313AN GREY  FULLY MORTISED, 36" " ONE COAT WOOD CONDITIONER
1 WEATHERSTRIP PEMKO P-50W WHITE  HEAD AND JAMBS ~ ONE GOAT MINWAX ENGLISH GHESTNUT STAIN
1 KICKPLATE ROCKWOOD  K1050 630SS  8'X34", SATIN STAINLESS STL.  _ 5 cOATS MINWAX CLEAR SATIN SPAR URETHANE
LIGHT SANDING BETWEEN EACH COAT
INTERIOR EXTERIOR INTERIOR EXTERIOR INTERIOR EXTERIOR
(3) 2x10 RIM HEADER ; 5/8" INTERIOR DRYWALL
Tttt 2x BLOCKING TYVEK WEATHER BARRIER
5/16" HARDI LAP SIDING, PT-01 5/8" TYPE X EXT. SHEATHING

TYVEK TAPE OVER Z FLASHING
HARDI SIDING STARTER STRIP
METAL "Z" FLASHING

DBL 2x6 JAMB STUDS
5/16" HARDI LAP SIDING, PT-01
CONTINUOUS SEALANT ~

/
& SHIM BEHIND ALL HINGE LOCATIONS

~ —
VAR VAN TYVEK WEATHER BARRIER 2 — 5/4 x 3.5" HARDI-TRIM, PT-02 5 1~ 144 INTERIOR TRIM
5/8" TYPE X EXT. SHEATHING WRAP WEATHER BARRIER INTO R.O. i | 1 WOOD JAMB AND STOP
30 2 5/4 x 3.5" HARDI-TRIM, PT-02 : 44y CONTINUOUS JOINT SEALANT 9 ——— SOLID WOOD PANEL DOOR
‘ ™ WRAP TYVEK INTOR.O. ‘ ] _—— S.S. SCREWS, COUNTERSINK HEADS Z .
; 0 . " 5/4 HARDI EXT. TRIM, RE: ELEVS
e <N~ CONT. SEALANT W BACKER ROD = 2 ABOVE +2 BELOW EACHHINGE & 6 1/2 L

; - o FRAME 1/4" SEALANT JOINT AT FLOOR
4 6 172" ™ 1x SOLID WOOD DOOR FRAME, - [~ S.5. HINGES, RE: HARDWARE SETS O L CONTINUOUS DOOR BOTTOM
T PAINT INT. SURFACES PT-03, E . ™~~~ 1x SOLID WOOD DOOR FRAME & WIDTH s
Z FRAME o 61/2 ? i~
£ WIDTH PAINT EXT. SURFACES PT-02 s PAINT INT. SURFACES PT-03, EXISTING DRIVEWAY
o ¥ KERF-IN WEATHERSTRIP x FRAME PAINT EXT. SURFACES PT-02 |- L AN )
= I~ - o) WIDTH \ 7 S T a -
5 [~ SOLID WOOD DOOR, RE: DOOR 2 N KERF-IN WEATHERSTRIP . <[ 4,
~ SCHEDULE SOLID WOOD PANEL DOOR “

4 a9 - al
3 ) DOOR HEAD DETAIL o) DOOR JAMB DETAIL 4 }-DOOR SILL DETAIL
SCALE: 3" = 10" SCALE: 3" = 10" SCALE: 3"=1-0"
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