














D-3/30

ALL EXTERIOR WALLS WITHIN 5' OF PROPERTY LINES ARE
DESIGNED PER THE 1-HOUR UL TESTED ASSEMBLY UL W307,
TESTED PER UL 263 WITH EXPOSURE FROM BOTH SIDES,
MEETING IRC TABLE R302.1(1). THE DATA SHEET FOR

UL W307 IS ATTACHED TO THE PERMIT APPLICATION.

STANDING SEAM METAL ROOF SYSTEM

NON-ASPHALTIC UNDERLAYMENT

ROOF SHEATHING, RE: SPECS
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e
Zigney

7'-0" CLEAR

N

SEAL JOINT BETWEEN
TYVEK AND SOFFIT

ROOFING MFR DETAIL
W/ DRIP EDGE

PAINT RAFTER TAILS AND
SOFFITS PT-2

T 5/4 x 3.5" HARDI TRIM, PT-2

JAMB TRIM, PAINT PT-2

EXISTING DRIVEWAY

—— TYVEK HOUSEWRAP FULL HEIGHT
OF SHEATHING

T 5-1/4" HARDI PLANK LAP SIDING W/
4" EXPOSURE. PAINT PT-1

TYVEK HOUSE WRAP, TAPE SEAMS
— 5/8" TYPE X EXT. SHEATHING

—— HARDI LAP SIDING STARTER STRIP
—T— LAP TYVEK TAPE OVER Z TRIM

— MTL Z-FLASHING OVER HARDI TRIM
—T— SEALANT AND BACKER ROD

5/4 x 3.5" HARDI TRIM, PAINT PT-2
WRAP TYVEK TAPE INTO R.O.

(3) 2X10 RIM HEADER OVER R.O.
PER IRC R602.7.2

DOOR FRAME RE: A-502, PAINT PT-2
SHIM AT HEAD AND JAMB AS NEEDED

EXISTING CONC. FOUNDATION

3 WALL SECTION

SCALE: 1" = 10"
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-
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WALL SECTION

HOUSE WRAP FULL HEIGHT OF
SHEATHING, SEAL AT SOFFIT

SOLID 2x FIRE BLOCKING
5/8" TYPE-X EXTERIOR SHEATHING

3.5" X 5/4 HARDIE TRIM, PT-2
ADD 2x4 FOR DOUBLE TOP PLATE

METAL Z FLASHING ABOVE WINDOWS
5/8" TYPE X INTERIOR DRYWALL, PT-3
1x4 INT. TRIM, PT-3

DOUBLE 2x4 HEADER

WRAP TYVEK FLASHING TAPE INTO R.O.

5/4 X 3.5" HARDI-TRIM, PT-2

WRAP TYVEK FLASHING TAPE INTO R.O.

1x4 CASING TRIM, PAINTED PT-3

5-1/4" HARDI PLANK LAP SIDING W/
4" EXPOSURE. PT-1

TYVEK HOUSE WRAP, TAPE SEAMS
5/8" TYPE X EXTERIOR SHEATHING
ELEC J-BOX @ 42" A.F.F., RE: E-101

5/8" TYPE X INT. DRYWALL, PT-3
5/8" TYPE X EXTERIOR SHEATHING
TYVEK HOUSE WRAP

LAP TYVEK TAPE OVER Z TRIM
HARDI PLANK STARTER STRIP
METAL Z-FLASHING

7/8", 3-COAT CEMENT STUCCO
ON EXPANDED METAL MESH

EXTEND TYVEK BEHIND STUCCO
1x4 BASE, PAINT PT-3

METAL CASING BEAD

SEAL BTWN SHEATHING & SLAB

SCALE: 1" =1'Q"

SOLID 2x FIRE BLOCKING

5/8" TYPE X EXT. SHEATHING

HOUSE WRAP FULL HEIGHT OF
SHEATHING, SEAL AT SOFFIT

3.5" X 5/4 HARDIE TRIM, PT-2

DRIP EDGE PER
: ROOFING MFR DETAILS
PAINT RAFTER TAILS AND
SOFFITS PT-2
ADD 2x4 FOR DOUBLE TOP PLATE

5/8" TYPE X DRYWALL, W/ J-BEAD
AT TOP EDGE

5/8" TYPE X DRYWALL, PT-3
ELEC. J-BOX, RE: E-101

|— 5-1/4" HARDI PLANK LAP SIDING W/
4" EXPOSURE. PAINT PT-1

TYVEK HOUSE WRAP, TAPE SEAMS

42" AF.F., TYP.
f i

5/8" TYPE X EXTERIOR SHEATHING

5-1/4" HARDI PLANK LAP SIDING W/
4" EXPOSURE. PAINT PT-1

TYVEK HOUSE WRAP

LAP TYVEK TAPE OVER Z TRIM
/ HARDI PLANK STARTER STRIP

METAL Z-FLASHING

7/8", 3-COAT CEMENT STUCCO
ON EXPANDED METAL MESH

EXTEND TYVEK BEHIND STUCCO

1x4 BASE, PAINT PT-3

3 SEAL BTWN SHEATHING & SLAB
! J ; METAL CASING BEAD

1 WALL SECTION

SCALE: 1" = 1'-0" (1-HR FIRE PER UL W307)

ORIG. ISSUE DATE:  2020-06-19 | REVISION HISTORY

SCALE: 1" =1-0"

DRAWN BY: PAB | REV. [DESCRIPTION DATE
FILE NAME:  2018-01-A302.dwg
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| 37"
EXISTING TO REMAIN
| 3-10" L 8-3"R.O. | 110" | 2-11"RO. |
i 1 A a1 A
112 3/4¢
6 | WEST WALL FRAMING DETAIL
SCALE: 3/16" = 1'-0"
EXTERIOR INTERIOR EXTERIOR

RIM HEADER ANCHORED TO TOP
PLATES PER IRC FASTENING
SCHEDULE TABLE R602.3(1>

RAFTERS AND CEILING JOISTS
ANCHORED TO TOP PLATES PER
IRC TABLE R602.3(1>

RAFTERS AND CEILING JOISTS
ANCHORED TO TOP PLATES PER
IRC TABLE R602.3(1>

(3> 2x10 CONTINUOUS RIM BOARD

HEADER PER IRC 602.7.2 AND
TABLE R602.7¢1), MAX. ALLOWABLE
SPAN: 10°-6", ACTUAL SPAN: 8-3

a4

2-6"R.O.

I —

DBL 2x6 STUDS EITHER SIDE
OF DOOR OPENING

2x6 STUD FRAMING AT WEST WALL I
16" O.C. MAX.

DBL 2x6 STUDS EITHER SIDE
OF DBL DOOR OPENING

h4

BRACED WALL PANELS:

MIN. 3’-10" TOTAL BRACED LENGTH
PER IRC TABLE R602.10.3¢D,
METHOD GB, W/ WALL HT. & ROOF
HT. ADJUSTMENTS

i

2x6 SILL PLATES, W/ 1/2° DIA,

ANCHOR BOLTS @ 6’ OC. (MIN), W/
7 EMBED INTO CONCRETE, PER IRC
R403.1.6. MIN, 2 BOLTS PER PLATE
SECTION, AND WITHIN 127 OF ENDS.

DBL 2x4 HEADER
W/ 1/2" SPACER PER
IRC TABLE R602.7(1>

2x4 KING STUD AT
EACH JACK STUD

2x4 BLOCKING,
AS NEEDED

SINGLE 2x4 JACK STUD,
EACH SIDE

CRIPPLE STUDS @ 16" MAX.

2x4 SILL PLATES, W/ 1/2° DIA

ANCHOR BOLTS €@ 6’ O.C. (MIN), W/
7* EMBED INTO CONCRETE, PER IRC
R4031.6. MIN. 2 BOLTS PER PLATE
SECTION, AND WITHIN 12" OF ENDS.

WINDOW OPENING FRAMING DETAIL

5

INTERIOR

LAP SIDING, PT-01

SCALE: 3/16" = 1'-Q"

EXTERIOR

/T

ASOL

WINDOW TYPE W1:

ANDERSEN 100 SERIES, MODEL 100SHS2626
(SUBSTITUTES REQUIRES ARCHITECT APPROVAL)
1. STYLE: 100-SERIES, SINGLE-HUNG

2. WINDOW SIZE: 29 1/2" X 29 1/2"

3. ROUGH OPENING SIZE: 30" X 30"

4. EXT. COLOR: WHITE

5. INT. COLOR: WHITE

6. GLASS: CLEAR LOW-E (NON TEMPERED)
7. GRILLES: NONE

8. FRAME: FLANGED W/ 1" SETBACK

9. HARDWARE: MFR STANDARD, WHITE

4 WINDOW TYPE W1

SCALE: 3/16" = 10"

INTERIOR

LAP SIDING, PT-01

(0] |
z =
z § WINDOW, AS SPECIFIED E TYVEK TAPE, LAP OVER Z-FLASHING RZET;E?;:E?RB:ES\?:NG
3|z 1X WOOD JAMB TRIM BEYOND, PT-3 : METAL "Z" FLASHING ;
I8 WRAP WEATHER BARRIER INTO R.O. & DBL 2x4 HEADER W/ PLYWOOD SHIM 5 SEALANT
8|z 1x4 WOOD SILL TRIM, PT-3 5/4 x 3.5" HARDI TRIM, PT-2 - 5/4 x 3.5" HARDI TRIM, PT-2
2= : 2 TYVEK TAPE, LAP OVER FLANGE Eifii ELV(E';IL’:‘;E' LAP OVER FLANGE
- E————1  ANCHOR WINDOW PER MFR REQMTS g K K . / 1x4 WOOD TRIM, PT-3 217 ea—
% = 1x4 WOOD TRIM, PT-3 S '7‘ ANCHOR WINDOW PER MFR REQMTS & ol 1x4 WOOD TRIM, PT-3
I : o5t SILL PRAMING = 3 g ' < & ANCHOR WINDOW PER MFR REQMTS
= TYVEK TAPE, LAP OVER FLANGE o o
A\k 54 x 3.5" HARDI TRIM, PT-2 ZIN 1X WOOD TRIM, PT-3 /N 1x WOOD TRIM, PT-3
] TYPE X EXTERIOR SHEATHING g2 WRAP WEATHER BARRIER INTORO. & |2 ———— WRAP WEATHER BARRIER INTO R.0.
: SEALANT °|8 1x WOOD JAMB TRIM BEYOND, PT-3 O |8 312" xl"NV[‘)’g\?VDASS"-S'-PTERC':VF'IBEEDLOW' PT-3
- TYVEK WEATHER BARRIER I WINDOW, AS SPECIFIED 5|2 :
: LAP SIDING, PT-01 o= 9|3
2 o ['4
3) WINDOW SILL DETAIL o) WINDOW HEAD DETAIL 1) WINDOW JAMB DETAIL
SCALE: 3" = 1-0f SCALE: 3" = 1'-0f SCALE: 3" = 10"
QRIC. ISSUE DATE:  2020-06-19. | REVISION HISTORY GARAGE WINDOW AND
DRAWN BY: PAB | REV. [DESCRIPTION DATE RENOVATION WALL FRAMING
FILE NAME:  2018-01-A501.dwg DETAILS
. cE
PAUL BIELAMOWICZ, AIA, LEED AP PP T Sielamowics Resdonce
2111 Wilson Street «0R GO :
Austin, Texas 78704 QEVEVE 211 ] Wilson Street A-5
(512) 484-3990 Austin, Texas 78704 6/19/2020
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DOOR TYPES DOOR SCHEDULE, HARDWARE SETS, AND NOTES
4 8 b3y DOOR DOOR FRAME HOWR. | FIRE
N S NO. TYPE WIDTH | HEIGHT | THICK. MATL. MATL. HEAD JAMB JAMB SILL SET LABEL
~ 1.01 A 8-0" PR | 7-0" | 1-3/4" wo ) 3/A502 2/A502 2/A502 (SM) 1/A502 HW-1 N/A
AR // 1.02 B 30" 7-0" | 1-3/4" WD WD 3/A502 2/A502 | 2/A502 (SIM) 1/A502 HW-2 N/A
N N HARDWARE SET #1 - OUTSWING CARRAIGE DOORS DOOR SPECIFICATION NOTES
~ ~ - QTY. ITEM MFR. MODEL __ FINISH _NOTES 1. DOOR TYPE "A" TO BE PAIR OF DOORS, EACH LEAF TO BE SIMPSON
N 8 HINGES PBB 4B51-NRP US32D  4.5'4", SQUARE CORNERS #6813, 1-3/4" THICK EXT. GRADE WOOD DOORS, SINGLE PANEL/THREE
AN / 2 BOTTOMSEAL  PEMKO 313AN GREY  FULLY MORTISED, 48" LITE W/ CLEAR 3/4" INSULATED GLASS (TDL), SQUARE STICKING, IN
1 WEATHERSTRIP PEMKO P-50W WHITE HEAD AND JAMBS STAIN GRADE DOUGLAS FIR. EQUAL DOORS BY OTHER
1 WEATHERSTRIP PEMKO ASTRAGAL MANUFACTURERS ACCEPTABLE WITH ARCHITECTS APPROVAL
2 FLUSHBOLTS  HAGER 275D S.S.  MOUNTAT HEAD
2. DOOR TYPE "B" TO BE SIMPSON #7081, 1-3/4" THICK EXT. GRADE
A B g‘T‘sD"I"T’E':AE SET #2 - EXTERIOR ENTRAN&%B‘ESR FNISH  NOTES WOOD DOOR, HALF-LITE W/ CLEAR 3/4" INSULATED GLASS, SQUARE
. TICKING, IN STAIN GRADE DOUGLAS FIR. EQUAL DOORS BY OTHER
1 EXT.HANDLESET KWIKSET _ B800SE 15 SHELBURNE, SATIN NICKLE ,\SAA',SU'FA%T'U;ERQ A%CEPTAB?_E?N,TSH A'RCH?TUECTSC:\CF),P%VA?_
1 INT.TRIM KWIKSET ~ 966TNL 15 TUSTIN, SATIN NICKLE
4 HINGES PBB BB51-NRP US32D  4"x4", SQUARE CORNERS )
. 3. WOOD DOOR FINISH TO BE AS FOLLOWS:
1 BOTTOMSEAL  PEMKO 313AN GREY  FULLY MORTISED, 36" " ONE COAT WOOD CONDITIONER
1 WEATHERSTRIP PEMKO P-50W WHITE  HEAD AND JAMBS ~ ONE GOAT MINWAX ENGLISH GHESTNUT STAIN
1 KICKPLATE ROCKWOOD  K1050 630SS  8'X34", SATIN STAINLESS STL.  _ 5 cOATS MINWAX CLEAR SATIN SPAR URETHANE
LIGHT SANDING BETWEEN EACH COAT
INTERIOR EXTERIOR INTERIOR EXTERIOR INTERIOR EXTERIOR
(3) 2x10 RIM HEADER ; 5/8" INTERIOR DRYWALL
Tttt 2x BLOCKING TYVEK WEATHER BARRIER
5/16" HARDI LAP SIDING, PT-01 5/8" TYPE X EXT. SHEATHING

TYVEK TAPE OVER Z FLASHING
HARDI SIDING STARTER STRIP
METAL "Z" FLASHING

DBL 2x6 JAMB STUDS
5/16" HARDI LAP SIDING, PT-01
CONTINUOUS SEALANT ~

/
& SHIM BEHIND ALL HINGE LOCATIONS

~ —
VAR VAN TYVEK WEATHER BARRIER 2 — 5/4 x 3.5" HARDI-TRIM, PT-02 5 1~ 144 INTERIOR TRIM
5/8" TYPE X EXT. SHEATHING WRAP WEATHER BARRIER INTO R.O. i | 1 WOOD JAMB AND STOP
30 2 5/4 x 3.5" HARDI-TRIM, PT-02 : 44y CONTINUOUS JOINT SEALANT 9 ——— SOLID WOOD PANEL DOOR
‘ ™ WRAP TYVEK INTOR.O. ‘ ] _—— S.S. SCREWS, COUNTERSINK HEADS Z .
; 0 . " 5/4 HARDI EXT. TRIM, RE: ELEVS
e <N~ CONT. SEALANT W BACKER ROD = 2 ABOVE +2 BELOW EACHHINGE & 6 1/2 L

; - o FRAME 1/4" SEALANT JOINT AT FLOOR
4 6 172" ™ 1x SOLID WOOD DOOR FRAME, - [~ S.5. HINGES, RE: HARDWARE SETS O L CONTINUOUS DOOR BOTTOM
T PAINT INT. SURFACES PT-03, E . ™~~~ 1x SOLID WOOD DOOR FRAME & WIDTH s
Z FRAME o 61/2 ? i~
£ WIDTH PAINT EXT. SURFACES PT-02 s PAINT INT. SURFACES PT-03, EXISTING DRIVEWAY
o ¥ KERF-IN WEATHERSTRIP x FRAME PAINT EXT. SURFACES PT-02 |- L AN )
= I~ - o) WIDTH \ 7 S T a -
5 [~ SOLID WOOD DOOR, RE: DOOR 2 N KERF-IN WEATHERSTRIP . <[ 4,
~ SCHEDULE SOLID WOOD PANEL DOOR “

4 a9 - al
3 ) DOOR HEAD DETAIL o) DOOR JAMB DETAIL 4 }-DOOR SILL DETAIL
SCALE: 3" = 10" SCALE: 3" = 10" SCALE: 3"=1-0"

ORIG. ISSUE DATE:  2020-06-19 [} REVISION HISTORY

SCALE: 3" =1-0" GARAGE DOOR SCHEDULE

DRAWN BY: PAB [ REV. |DESCRIPTION DATE RENOVATION AND DETAILS

FILE NAME: 2018-01-A502.dwg

ustin e ANLE ) ) )
PAUL BIELAMOWICZ, AIA, LEED AP eioyof gur_ cow Bielamowicz Residence

2111 Wilson Street
Austin, Texas 78704
(512) 484-3990

gD £

2111 Wilson Street
Austin, Texas 78704

A-502

6/19/2020
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NOTE: DETAILS ON THIS PAGE ARE TAKEN FROM THE INSTALLATION INSTRUCTIONS
FOR THE PROSNAP 100 ROOFING SYSTEM BY CENTRAL TEXAS METAL ROOFING
SUPPLY CO,, INC.

TAPE SEALER 7 FASTENER #14 (POP RIVET)
6" 0.C. OR

FASTENER #4 (1,"14 X 1" LAP)

BOX RAKE = g;:géu*.n x 14" LONG LIFE)

FIELD TURN
PANEL UP 1"

e UNDERLAYMENT

FASTENER # 12
(10-12 X 1" PANCAKE)

20" 0.Cc.
FASTENER # 12 (10-12 X 1" PANCAKE)
7 6" 0.C.
4
CONTINUOUS
CLEAT

TAPE SEALER

SCALE: 6"=1-0"

@ TYPICAL FIXED RAKE EDGE DETAIL

ReVEW

ciy

go FOR

of p\ust‘\\‘\

covp

e C

owe!

FASTENER #14 (POP RIVET)

4"0.C.OR

FASTENER #4 ("14 X 4" LAR)

OR #7 {/i"-14 X /4" LONG LIFE)
20"0.6.—\

PROSNAP 100
P

1 —

UNDERLAYMENT
BY OTHERS
L FASTENER # 12 TAPE SEALER
(18-12 x 1" PANCAKE)
"0.C.
SUBSTRUCTURE lL

FASTENER # 12
(10-12 x 1" PANCAKE)
18" 0.C

3 RIDGE DETAIL
SCALE: 6" = 10"

PROSNAP 100 PANEL

PLACE FIRST FASTENER 6"
FROM EAVE, THEN FOLLOW
FASTENER PATTERN

USE SEALANT AT
ALL PANEL ENDS

FASTENER #12
(10-12 X 1" PANCAKE)
18" 0.C. SUBSTRUCTURE

FASTENER # 12
(1012 X 1" PANCAKE)

ANCE 20"0.G.

L UNDERLAYMENT

SCALE: 6" =1-0"

@ TYPICAL EAVE DETAIL

ORIG. ISSUE DATE:  2020-06-19 | REVISION HISTORY
SCALE: 6" =1-0"
DRAWN BY: PAB [ REV. [DESCRIPTION DATE
FILE NAME:  2018-01-A503.dwg

PAUL BIELAMOWICZ, AlA, LEED AP
2111 Wilson Street

Austin, Texas 78704

(512) 484-3990

GARAGE
RENOVATION

Bielamowicz Residence

2111 Wilson Street
Austin, Texas 78704

ROOF
DETAILS

6/19/2020
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FINISH PLAN GENERAL NOTES

FINISH LEGEND 1 NO APPLIED FLOOR FINISH OVER EXISTING 5 PROVIDE 1x4 WOOD BASE, TYP., PAINTED
CONCRETE FLOOR PT-3. REFER TO A-501 & A-502 FOR WINDOW
TAG MATERIAL MANUFACTURER SERIES COLOR / NUMBER COMMENTS AND DOOR TRIM
2 NO APPLIED CEILING FINISH. ROOF
FRAMING AND UNDERSIDE OF ROOF
PT-01| EXT. LATEX PAINT | SHERWIN WILLIAMS | DURATION SERIES / FLAT RYEGRASS / SW 6423 EXTERIOR SIDING DECKING TO BE EXPOSED TO VIEW
PT-02| EXT. LATEX PAINT | SHERWIN WILLIAMS | DURATION SERIES / SATIN | DOVER WHITE / SW 6385 EXTERIOR TRIM 3 ALL BASE AND CASING TRIM TO BE PAINT
PT-03| INT. LATEX PAINT | SHERWIN WILLIAMS | HARMONY SERIES / EG SHEL | DOVER WHITE / SW 6385 INTERIOR WALLS & TRIM GRADE WOOD 1x4, POPLAR OR PINE
wD-01| STAINED wOOD MINVAX HELMSMAN SPAR URETHANE | pycl o ooy Sxapy  |WOOD DOORS (RE: DOOR NOTES) 4 PROVIDE INTERIOR DRYWALL UP TO TOP
PLATE OF ALL WALLS. PROVIDE CASING
BEAD AT TOP EDGE OF DRYWALL.
3 cE
ustin p\_\P*N
oy of Soe eV
(o)
eoF
RE\J\E\N
1 FINISH PLAN
SCALE: 1/4" = 10"
ORIG. ISSUE DATE:  2020-06-19 REVISION HISTORY
SCALE: 14 = 10" GARAGE FINISH PLAN AND
DRAWN BY: PAB REV. |DESCRIPTION DATE RENOVATION F|N|SH LEGEND
FILE NAME: 2018-01-A601.dwg

PAUL BIELAMOWICZ, AIA, LEED AP

Bielamowicz Residence

2111 Wilson Street

Austin, Texas 78704

2111 Wilson Street

(512) 484-3990

Austin, Texas 78704

6/19/2020
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PROJECT SPECIFICATIONS

DIVISION 1 - GENERAL REQUIREMENTS
1. CODES: ALL WORK SHALL COMPLY WITH THE TECHNICAL CODES
ADOPTED BY THE CITY OF AUSTIN, INCLUDING LOCAL AMENDMENTS.
2. NO SUBSTITUTIONS WITHOUT WRITTEN APPROVAL OF ARCHITECT.

DIVISION 2 - SITEWORK
1. PROVIDE TREE PROTECTION AS REQUIRED BY CITY OF AUSTIN
2. CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVAL AND
APPROPRIATE DISPOSAL OF ALL DEMOLISHED MATERIALS

DIVISION 3 - CONCRETE
NOT USED

DIVISION 6 - WOOD AND PLASTICS
06100 ROUGH CARPENTRY
1. FRAMING MEMBERS TO BE MIN. NO. 2 GRADE, SYP., S4S
2. USE MOISTURE RESISTANT, PRESERVATIVE TREATED
WHERE INDICATED, YELLA WOOD OR EQUAL
3. PROVIDE 2x BLOCKING AS NEEDED AT CEILING AND
WALL HUNG FIXTURES AND DEVICES

06160 SHEATHING
1. EXTERIOR WALL SHEATHING SHALL BE 5/8", TYPE-X,
GLASS-MAT FACED, AS LISTED IN UL DESIGN NO. W307
ACCEPTABLE MANUFACTURERS:
- CERTAINTEED GYPSUM

in
- AMERICAN GYPSUM aiy %L Soe ©
- GEORGIA PACIFIC WweD FO¥
- NATIONAL GYPSUM reV®
-USG

2. ROOF DECKING SHALL BE 5/8" CDX EXTERIOR GRADE PLYWOOD
NO ADDED UREA FORMALDEHYDE

06200 FINISH CARPENTRY
1. INT. BASE AND CASING TRIM TO BE PAINT GRADE WOOD 1X4.
PINE OR POPLAR

DIVISION 7 - THERMAL AND MOISTURE PROTECTION
07270 WEATHER BARRIERS
1. WEATHER BARRIER TO BE DUPONT TYVEK HOMEWRAP
- MECH. FASTEN PER MFR'S INSTRUCTIONS, TAPE ALL SEAMS
2. TAPE/FLASHING IS TO BE DUPONT TYVEK FLEX WRAP
- WRAP SILLS, JAMBS AND HEADS OF ALL ROUGH OPENINGS
3. METAL FLASHINGS AND DRIP EDGES TO BE GALVANIZED OR
STAINLESS STEEL, MINIMUM 25 GAUGE.
- INSTALL METAL Z-FLASHING AT HEADS OF ALL EXT.
WINDOWS AND DOORS, AND AT TRANSITION BETWEEN
SIDING AND STUCCO SKIRT

07310 ROOFING
1. STANDING SEAM METAL ROOFING
- PROVIDE PRO-SNAP 100 BY CENTRAL TEXAS METAL ROOFING
SUPPLY, OR ARCHITECT APPROVED EQUAL
- 12" WIDE, 24 GA. PANELS
- FINISH: KYNAR 500 PVDF RESIN W/ 30-YR WARRANTY
- COLOR: STONE WHITE
- PROVIDE CONTINUOUS DRIP EDGES, AND SEALED RIDGE
2. UNDERLAYMENT, #30 NON-BITUMEN SYNTHETIC,
PER ASTM D226, TYPE 2

07460 CEMENT BOARD LAP SIDING
1. CEMENT BOARD SIDING TO BE HARDI-PLANK LAP SIDING
p\,\P*NC'E - SMOOTH SURFACE (NO TEXTURE)
ow - 5/16" THICK, 5-1/4" (4" EXPOSURE)
- FACTORY PRIMED. FIELD APPLY PRIMER ON ANY FIELD CUTS
- BLIND NAIL, WITH STARTER STRIPS AT FIRST PLANK
- PROVIDE METAL FLASHING AT BUTT SEAMS BETWEEN BOARDS
- INSTALL PER MFR'S HZ-10 INSTALLATION INSTRUCTIONS
2. EXTERIOR TRIM BOARDS TO BE HARDI-TRIM CEMENT BOARD
- NOMINAL 5/4" SIZES AS PER DRAWINGS
- FACTORY PRIMED. FIELD APPLY PRIMER ON ANY FIELD CUTS
- INSTALL PER MFR'S HZ-10 INSTALLATION INSTRUCTIONS

ORIG. ISSUE DATE:  2020-06-19 | REVISION HISTORY

SCALE: NTS. GARAGE PROJECT
FLENAVE _cotsotarotdug | - RENOVATION SPECIFICATIONS

PAUL BIELAMOWICZ, AIA, LEED AP

2111 Wilson Street

Bielamowicz Residence

Austin, Texas 78704

2111 Wilson Street

(512) 484-3990

A-701

Austin, Texas 78704

6/19/2020
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DIVISION 7 - THERMAL AND MOISTURE PROTECTION (CONTINUED)

07900 JOINT SEALANTS
1. EXTERIOR CAULK/SEALANT: DAP "ALEX PLUS" ALL PURPOSE
SILICON LATEX SEALANT, WHITE COLOR, PAINTABLE

DIVISION 8 - DOORS AND WINDOWS

08210 WOOD STILE AND RAIL PANEL DOORS
1. EXTERIOR WOOD STILE AND RAIL PANEL DOORS

- SIMPSON DOORS: STYLE AND SIZES AS NOTED IN DWGS

- DOOR THICKNESS: 1-3/4"

- FLAT PANELS WITH SQUARE STICKING (SHAKER STYLE)

- GLAZING TO BE INSULATED GLASS, MIN. 5/8" THICKNESS

- PREFINISHED, WITH MANUFACTURER'S FINISH WARRANTY
- REFER TO A-502 FOR SIZES, PANEL DESIGN, AND FINISH

08590 WINDOWS
1. ANDERSEN WINDOWS, 100 SERIES, MODEL 100SHS2626. RE: A-501

08700 DOOR HARDWARE
1. REFER TO HARDWARE SETS AS SPECIFIED ON SHEET A-502

DIVISION 9 - FINISHES

09200 CEMENT PLASTER STUCCO
1. INTENT IS TO MATCH STUCCO SKIRT OF THE HOUSE
2. PROVIDE PORTLAND CEMENT BASED, FACTORY PRE-MIXED,
PRE-SANDED, ACRYLIC FIBER REINFORCED PLASTER STUCCO
3. INSTALL USING 3 COATS:
- SCRATCH COAT - MIN. 3/8", FULLY BED IN METAL LATH
- BROWN COAT - MIN. 3/8" THICK
- FINISH COAT - MIN. 1/8" THICK
4. FINISH TO BE SMOOTH TROWEL FINISH

DIVISION 9 - FINISHES (CONTINUED)

09250 INTERIOR DRYWALL

1. ACCEPTABLE MANUFACTURERS:
- CERTAINTEED GYPSUM
- AMERICAN GYPSUM
- GEORGIA PACIFIC
- NATIONAL GYPSUM
-USG

2. 5/8" THICK, TYPE-X DRYWALL PANELS, W/ TAPERED EDGES,
AS LISTED IN UL DESIGN NO. W307
- USE TYPE W, 1-1/4" BUGLE-HEAD SCREWS, MIN. 8" O.C.
- TAPE AND FLOAT ALL JOINTS AND SCREW HOLES
- PROVIDE METAL CORNER BEADS AT ALL OUTSIDE CORNERS
- ALL PAINTED SURFACES TO BE TAPED & FLOATED TO

SMOOTH LEVEL 4 FINISH, NO TEXTURE

09910 PAINT

1. EXTERIOR PAINT
- SHERWIN WILLIAMS - DURATION EXTERIOR ACRYLIC LATEX
- COLOR AND SHEEN PER FINISH SCHEDULE ON A-601
- MIN. TWO FINISH COATS OVER PRIMED SURFACES

2. INTERIOR PAINT
- SHERWIN WILLIAMS - HARMONY ZERO-VOC ACRYLIC LATEX
- COLOR AND SHEEN PER FINISH SCHEDULE ON A-601
- ONE COAT HARMONY LATEX PRIMER, W/ MIN. 2 FINISH COATS

09930 WOOD STAIN (FOR EXTERIOR WOOD DOORS)
- INTENT IS FOR GARAGE DOORS TO MATCH DOORS ON HOUSE
- STAIN: MINWAX OIL-BASED STAIN, COLOR: ENGLISH CHESTNUT
- EXTERIOR PROTECTIVE FINISH: MINWAX CLEAR SATIN
SPAR-URETHANE, 3-COATS, SANDING BETWEEN COATS

5. COLOR IS TO MATCH EXISTING GREY CEMENT COLOR ON HOUSE o AUS{‘SON\?L\P‘NCE
6. METAL LATH TO BE GALVANIZED DIAMOND MESH ¢ R cOP®
MIN. WEIGHT OF 3.4 LB PER SQ. YD. ReViENED
ORIG. ISSUE DATE:  2020-06-19
SCALE: NT.S, | REVISION HISTORY GARAGE PROJECT
DRAWN BY: PAB | REV. [DESCRIPTION DATE
FILE NAME:  2018-01-A702.dwg RENOVATION SPECIFICATIONS

PAUL BIELAMOWICZ, AIA, LEED AP
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SYMBOL LEGEND

ELECTRICAL PLAN KEYED NOTES

ELECTRICAL FIXTURE SCHEDULE (1) INSTALL NEW SUB-PANEL (PANEL B) CENTER GFCI RECEPTACLES 42" AFF.
RIS 100-AMP, 20-SPACE, RECESSED PANEL
TAG | DESCRIPTION MFR MODEL CoLOR COMMENTS (&) MAIN BREAKER IN MAIN PANEL AT HOUSE
(2) TESLA CHARGER (O.F.C.L) TO BE UPGRADED TO 200-AMP.
STRIP LED MNSL L48 2LL MVOLT RE: A-001 FOR MAIN PANEL LOCATION
= LTOL | yrrirry LigHT |FITHONIAL 670 0k 80CRI M6 WHITE | 120V, 30 WATT | (3)  CONFIRM CONDUCTOR SIZE BETWEEN
GFCI RECEPTACLE HOUSE AND NEW GARAGE PANEL"B".  (8) UPGRADE BREAKER IN MAIN PANEL
102 OUTDOOR ¢ DECOR LORA 1-LIGHT SILVER 150V UPGRADE CONDUCTOR AS REQD. FEEDING GARAGE TO 100-AMP BREAKER
= WALL SCONCE EL0S23SG TONE RE: A-001 FOR MAIN PANEL LOCATION RE: A-001 FOR MAIN PANEL LOCATION
EXT. GFCI RECEPTACLE AUTOMATIC AOCM W PUSH RODS, 120V AC (RE: REAL
W/ WEATHERPROOF BOX DROL| pppr ppener [ REEMONT 3/4 HP N/&  |CARRAIGE DOOR COV o6
< ELEC VEHICLE TESLA WALL 240V AC 9,0
SWITCH EVOL | charce sTaTion| TESLA CONNECTOR SILVER 85’ CABLE B.7 B'\? B.4
h—_—,—t = — — | —f
B
$ v 1 B'M@TYP‘
PANEL "B" GARAGE SUB-PANEL - 100 AMP LTo2 BT
WALL MOUNTED LIGHT @(/' B.Gm
# AMPS [VOLTAGE| USE / DESCRIPTION I ™ 1to1 | ™ LTo1
. cE B.1
—_— B.1 TESLA WALL CONNECTOR - of Aust? puIAN
60 240 city O e © I
LED STRIP UTILITY LIGHT B2 VEHICLE CHARGER DFORCO EW@
B.3 20 120 |TABLE SAW RECEPTACLE RE\J\E‘NE
S B.4 20 120 | GENERAL RECEPTACLES L7041 T LTo1 B4
CEILING MOUNTED B.S 20 120 |AUTOMATIC DOOR OPENER B5
SMOKE DETECTOR B6 20 120 INTERIOR LIGHTS i
B7 20 120 EXTERIOR LIGHTS [ JDRO1
B.8 20 120 SPARE iTod N TiToh
ELECTRICAL GENERAL NOTES
“ELECTRICAL WORK TO BE PERFORMED BY A LICENSED ELECTRICIAN, AND SHALL MEET ADOPTED CODES
- ALL DEVICES SHALL BE LISTED AND LABELED, IN ACCORDANCE WITH IRC E3403.3 Bi3
- ALL CONDUCTORS SHALL BE COPPER, SIZED TO MEET IRC TABLE E3705.1 FOR AMPACITIES SHOWN | [[LT01 g4 T TLTo1
- ALL RECEPTACLES SHALL BE GFCI RECEPTACLES. J
- ALL CIRCUITS TO BE PROPERLY LABELED IN PANEL BOXES.
- ELECTRICAL BOXES RECESSED INTO MEMBRANES OF FIRE-RATED PORTIONS OF EXTERIOR WALLS TO
BE STEEL BOXES, LIMITED TO 16 SQ. INCHES EACH, AND NO MORE THAN 100 SQ. INCHES IN ANY 100 SF OF \
WALL, APPROPRIATELY SEPARATED, MEETING THE REQUIREMENTS OF IRC R302.4.2 EXCEPTION 1. @ ELECTRICAL PLAN @
SCALE: 1/4" = 1-0"

ORIG. ISSUE DATE:  2020-06-19 | REVISION HISTORY
SCALE: 114" = 10"
DRAWN BY: PAB [ REV. [DESCRIPTION DATE
FILE NAME:  2018-01-E101.dwg
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EXRHIBIT

llGII

Photos of Work Completed under
Building Permit 2020-113967 BP, showing
the garage in relation to the Heritage Oak

Tree and Pecan Tree.

(all work was stopped after notification
was sent on 10/26/2020)





