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Buchanan Septic Tanks. Concrete
precast tanks must meet the 1 57"
requirements of ASTM Standard C
1227 (30 TAC §285.32(b)(1)(E)(1)). ‘
1500 GALLON TWO COMPARTMENT -
SEPTIC TANK NTS
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ON EACH CLEANOUT AND EXTENDS TO

WITHIN 6 INCHES OF GROUND SURFACE.
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el Bedding and backfill specification for the tanks
Clm; = cmha 4 INCH MINIMUM OF EITHER SAND,
SANDY LOAM, OR PEA GRAVEL,

FREE OF ROCK LARGER THAN PE

4 INCH MINIMUM OF EITHER SAND, SANDY LOAM, OR PEA GRAVEL, *-

FREE OF ROCK LARGER THAN PEA GRAVEL (FOR PRECAST TANKS) 2 %L E}?,SJ& g{,&% alixTTus'}ETl;/ oz The tank is to be level (+/- 1")
APPROVED MAR 18 2013
for Permit to Construct OSSF
1500 gallon septic tank Buoyancy Calculations: o Ve - 2
Tank dimensions 157” x 82” x 53” o 4/3) 701 3
Tank displacement cubic feet 350.00 i O3S fari20) SITE:
Tank displacement Liquid weight 350 x 7.48 = (2618 x 8.336 = 21823.65) SUITE 135.243 3202 RIVERCREST DRIVE
Tank weight - 16000.00 g e AUSTIN, TEXAS 78746
Weight of liquid in pump tank (residual) 1500 x 8.336 = - 12504.00 LEGAL:
Buoyancy - (668035) SEAE TorToscaE | Ciaiesemriie
(- number tank will not become buoyant if submerged) PAGE # 7 RIVERCREST ADDN SEC 1 & ABS
656 SUR 4 RODRIGUEZ A ACR .524
PERMITTING AUTHORITY: (TOTACT-0531 185
CITY OF AUSTIN Property ID # 126889
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RISER DETAIL
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Risers must be permanently fastened to the tank lid or cast into the
tank. The connection between the riser and the tank lid must be
watertight.

Risers must be fitted with removable watertight caps and protected
against unauthorized intrusions. Acceptable protective measures
required:

e acover that can be removed with tools

e  acover having a minimum net weight of (65 pounds)

Only septic tanks are allowed to have a riser extend to within 6"
of the ground surface,or extend to grade if tank lid is over 12" deep.
Risers on all other tanks must extend to the ground surface.

Risers and tank inspection ports MAR 138 2013
will be required to have access
s safety provisions per 30 TAC
. Do 285.38 (12/5/2012) .
Secondary lid / safety i RN
x X JON MAASS, RS 4263
JONOTHAN MAASS 2303 RR 620 SOUTH SITE:

component options

SUITE 135-243 3202 RIVERCREST DRIVE
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PERMITTING AUTHORITY:

AUSTIN, TEXAS 78746
LEGAL:

LOT 3 LESS 515 BLK A & N95FT
LOT 13 BLK C & PART OF
RIVERCREST ADDN SEC 1 & ABS
656 SUR 4 RODRIGUEZ A ACR .524
(TOTAL 1.0651 AC)

CITY OF AUSTIN

Property ID# 126889
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J(‘;m;g%‘:g SEWER / EFFLUENT LINE
SEWER I EFFLUENT LIN E 9' MINIMUM CROSS|NCGRZ(§;ASB!;.CET\:VOI;;I'ER LINE
FROM SEWER, , GROUND LEVEL 4
CROSSING POTABLE EFFLUENT LINE. WATER LINE
WATER LINE—" | 6" MIN
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NECESSARY CROSSING I?T%LA\I?III_EI;ZN WATER LINE
SEWER, EFFLUENT SEWER, EFFLUENT
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Texas Administrative Code
RULE §290.44

(B) New waterline installation - crossing lines.

{(v) Where a new potable waterline crosses a new, pressure rated
wastewater main or lateral, one segment of the waterline pipe shall be
centered over the wastewater line such that the joints of the waterline pipe
are equidistant and at least nine feet horizontally from the center line of the
‘wastewater main or lateral. The potable waterline shall be at least six
inches above the wastewater main or lateral. Whenever possible, the

shall be d by the joints of the wastewater main or
lateral. The wastewater pipe shall have a minimum pressure rating of at
least 150 psi. The wastewater main or lateral shall be embedded in cement
stabilized sand (see clause (vi) of this subparagraph) for the total length of
one pipe segment plus 12 inches beyond the joint on each end.

WATER LINE
JOINTS TO BE
9' MINIMUM

FROM SEWER,
EFFLUENT LINE.

Approved by

(vi) Where cement stabilized sand bedding is required, the cement
stabilized sand shall have a minimum of 10% cement per cubic yard of
cement stabilized sand mixture, based on loose dry weight volume (at least
2.5 bags of cement per cubic yard of mixture). The cement stabilized sand
bedding shall be a minimum of six inches above and four inches below the
wastewater main or lateral. The use of brown coloring in cement stabilized
sand for wastewater main or lateral bedding is recommended for the
identification of rated mains during future
construction.

If nine foot seperation between lines crossing and pipe joints cannot
be achieved, both sewer/effluent and water line must be sleeved with
sch-40 PCV pipe in addition to cement stabilized sand bedding,

AUSTIN WATER UTILITY
UTILITY DEVELOPMENT SERVICES

APPROVED

for Permit to Construct OSSF
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hon . 4263 Fm
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MAR 18 2013
JON MAASS, RS 4263 SITE:
2303 RR 620 SOUTH :
SUITE 135-243 3202 RIVERCREST DRIVE
LAKEWAY, TX 76734 AUSTIN, TEXAS 78746
512.638.1326
s LEGAL:
LOT 3 LESS 515 BLK A & N95FT
SCALE  NOTTO SCALE LOT 13 BLK C & PART OF
RIVERCREST ADDN SEC 1 & ABS

PAGE #9 656 SUR 4 RODRIGUEZ A ACR .524
PERMITTING AUTHORITY: (TOTAL 10851 AC)
CITY OF AUSTIN Property ID # 126889




INFILTRATOR SYSTEMS INC.

QUICK4 STANDARD CHAMBER FRONT VIEW
and MULTIPORT END CAP *
PRODUCT SPECIFICATION oo
TOP VIEW i
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JON MAASS, RS 4263 SITE:
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AUSTIN WATER UTILITY
UTILITY DEVELOPMENT SERVICES
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SUITE 135-243
LAKEWAY, TX 78734
512.638.1326

SCALE NOT TO SCALE

PAGE # 10

PERMITTING AUTHORITY:

3202 RIVERCREST DRIVE
AUSTIN, TEXAS 78746
LEGAL:

LOT 3 LESS S15 BLK A & N95FT
LOT 13 BLK C & PART OF
RIVERCREST ADDN SEC 1 & ABS
656 SUR 4 RODRIGUEZ A ACR .524
(TOTAL 1.0651 AC)

CITY OF AUSTIN

Property ID# 126889






