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Contact Information 
Owner Applicant/Agent 

Mailing Address Mailing Address 

Phone Phone 

Email Email 

General Contractor Design Professional 

Mailing Address Mailing Address 

Phone Phone 

Email Email 

Authorization 
___ I understand that in accordance with Sections 25-1-411 and 25-11-66 of the Land Development Code (LDC), non-compliance 

with the LDC may be cause for the Building Official to suspend or revoke a permit and/or license. 
___ I further understand that no portion of any roof structure may overhang in any public utility or drainage easement. I acknowledge 

that customer will bear the expense of any necessary relocation of existing utilities to clear this driveway location and/or the cost 
to repair any damage to existing utilities caused during construction. Water services, meters, and wastewater cleanouts are not 
permitted within or beneath driveways or sidewalks. Private plumbing appurtenances will not be located in public right-of-way or 
public easements. Private plumbing lines will not cross lot lines. 

___ I agree that this application is good for twelve (12) months after the date it is filed, and will expire if not approved for 
compliance within that time frame. If the application expires, a new submittal will be required and compliance with 
current code may be required.  

___ I hereby certify that to the best of my knowledge and ability, the information provided in this application is complete and 
accurate. I further acknowledge that, should any information contained herein prove incorrect, the building official may suspend 
or revoke any resulting permit and/or license. 

___ As owner or authorized agent, my signature authorizes staff to visit and inspect the property for which this application is being 
submitted. I understand that without consent the review process may be delayed.  

�z�z�z��I also understand that if there is a septic system located on the property, I am required to complete an On-site Sewage Facility 
(a.k.a. an OSSF or septic system) application by contacting Austin Water at (512) 972-0050 or ossf@austintexas.gov . This 
initiates the septic system permitting requirement needed to proceed with the development review process.��

___ Erosion and Sedimentation Controls are required per Section 25-8-181 of the LDC. Failure to comply with this requirement 
may result in a Stop Work Order and/or legal action by the City of Austin including criminal charges and fines of up to 
$2,000.00 per day. 

___ I am the record owner of this property and authorize the agent/applicant listed above to apply for and acquire a permit on my 
behalf. 

___ I have checked for any property-specific information that may affect the review and/or construction of this project, including but 
not limited to: any subdivision notes, deed restrictions, restrictive covenants, zoning conditional overlays, and/or other 
requirements specific to proposed development on this property (collectively, the “Property Information”), located at: 
__________________________________. 

___ I understand that the review of this project by the City of Austin will not include a review of any private restrictive covenants or 
deed restrictions that may apply to this property. 

___ I am responsible for any conflicts between the Property Information and the request submitted to the City of Austin. I further 
acknowledge that I understand the implications of use and/or development restrictions that are a result of the Property 
Information. Additionally, I understand that the issuance of a City permit for this project does not affect the enforceability of any 
private restrictive covenants applicable to the property. 

____I understand that if requested I must provide copies of any and all of the Property Information that may apply to this property. 

Owner’s signature: _________________________________________________________  Date: ____________________________ 

Applicant’s signature: ______________________________________________________   Date: ____________________________ 

Design Professional’s signature: ______________________________________________   Date: ____________________________ 

General Contractor’s signature: _______________________________________________   Date: ____________________________ 

Christy May Urban Building Services of Texas LLC

6708 Bridge Hill Cove 214 Sailors Run, lakeway TX 78734
( (

jon@ubstx.com

Urban Building Services of Texas LLC Urban Building Services of Texas LLC

214 Sailors Run, lakeway TX 78734 214 Sailors Run, lakeway TX 78734
(

jon@ubstx.com
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Residential New Construction 
and Addition Permit Application 
Additional Information 

DevelopmentATX.com | Phone: 311 (or 512-974-2000 outside Austin) 
For submittal and fee information, see austintexas.gov/digitaldevelopment 

Application Process 
For instructions of digital submissions, please visit Digital Development: 

□ Completed application
□ Permit exhibits
□ Austin Energy Building Service Plan Application (BSPA)

Note: AE will review the BSPA concurrent with Plan Review. Please note per the fee schedule a BSPA review fee will be assessed per each submittal. 
□ Austin Water W&WW Service Plan Verification, if water demand is to increase or a dwelling is added. (e.g. addition of a

bath)
Note: The AW form and the plot plan must be stamped approved by AW prior to submittal. Please submit WWWSPV by email to awtaps@austintexas.gov. 

□ Required documentation if any portion of an exterior wall or roof is to be removed or modified for structures that are 45
years of age or older per records of the Travis Central Appraisal District (TCAD), contributing to a National Register historic
district, or zoned historic (H zoning for historic landmarks or HD zoning for properties in locally designated historic
districts). If submitting for a total demolition for new construction, demolition application must be submitted separately.

All drawings must be to a City of Austin verifiable scale, see Building Criteria Manual for additional details and a list of acceptable 
scales. 
Check for expired permits: https://abc.austintexas.gov/web/permit/public-search-other?reset=true If there are expired permits 
associated with this property, they must be resolved. This can be done in the following ways: 
Submit an Acknowledgement of Expired Permits form with this application if the work is not related to the work being permitted. OR 
Include it in the description of work on this application and reference expired permits to be resolved 
If the Acknowledgement of Expired Permits form is used for this project, information about what will be required to resolve the 
expired permit(s) can be obtained during Residential Review General Information Walk-in hours. 
All new construction must comply with the Visitability Ordinance. 
For submittal and additional information, go to our website at http://www.austintexas.gov/department/residential-building-review 

About the Review Disciplines 
Technical Review – Any permit exhibits not sealed and signed by a Texas-registered architect or certified building designer will be 
subject to a limited technical review. The technical review is not intended to be exhaustive of all possible building code requirements. 
Erosion Hazard – There is a review of structural design if a property is located in the Erosion Hazard Zone, as defined by the 
boundaries located on the City of Austin GIS map. These zones align with locations where water flow and watershed could lead to 
erosion damage of the surrounding land features (e.g creeks, stream beds, …). 
Fire Review – There is additional review of a project if the square footage of a structure exceeds 3,600 square feet in area. The 3,600 
sq. ft. includes the total gross building area: all first, second, and additional floor areas; attached covered porches, patios, decks, and 
balconies; attached garages; and any other attached roofed areas. The review ensures adequate proximity to fire hydrants and sufficient 
water supply to the hydrants based on the total gross area of the structure. Properties within 200 feet of a hazardous pipeline may also 
require additional review. Projects within the Wildland Urban Interface will require a fire review. Projects that will have NFPA 13D 
automatic sprinkler system installed will require a fire review. 
Floodplain Review – Any work requiring a permit on property located within 100 feet of the 100-Year floodplain will require 
additional review. If review is anticipated, include supporting information such as FEMA elevation certificate form 086-0-033 and/or 
topographic surveys referencing NAVD88. To check your property for proximity to a flood plain visit www.ATXFloodPro.com or the 
City’s Floodplain Development Information website. 
Historic Review – There is additional review of exterior changes if property is a City Landmark or located in a Local Historic 
District, National Register Historic District, H or HD zoned district, or partial demolition of exterior features on property over 45 
years old. 
Tree Review – All design proposals must abide by the Tree Preservation Criteria set forth in Section 3.5.2 of the City of Austin’s 
Environmental Criteria Manual. Cut and fill is limited to 4” within ½ Critical Root Zones (foundations cannot adhere to this), canopy 
removal is limited to 25% or less per tree, and 50% or more of the full Critical Root Zone must be kept at natural grade with natural 
ground cover. If proposing to remove a tree that is dead, diseased or an imminent hazard, please provide a Tree Risk Assessment from 
a Certified Arborist and/ or photographic evidence. 
Austin Energy Review – All overhead and underground electrical facilities need to be clearly shown along with transformer pads, 
pull boxes and pole lines/down guys on the subject property and adjacent property. AE will review based on current Austin Energy 
Design Criteria for required safety clearance per section 1.10. https://austinenergy.com/ae/contractors/electric-service-design-and-
planning/espa. Any construction not listed in this application will NOT be considered part of the review. Any retaining walls may 
need additional review by Public Involvement Real Estates Services (AE) and AE Construction. Please note if your project has 
existing transmission facilities and or transmission easements this BSPA and plot plan will be routed to our AE Transmission group 
for review. Their approval is required prior to a BSPA final approval. 
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Additional Information, Continued 
 Documentation Explanations and Definitions 

Permit Exhibits: 
Plot Plan – Plot Plans must be drawn to a standard scale and are to include but are not limited to the following items: property address 
and legal description, north arrow, drawing scale, trees within the ROW or trees equal to or greater than 19 inches in diameter located 
on the property and immediately adjacent to the property, property lines, building lines for both existing and proposed improvements, 
easements, required zoning setbacks and roof overhangs, water meter and wastewater cleanout locations, underground and overhead 
utility lines and appurtenances, and water and/or wastewater line size and material. 
Floorplan(s) – Floorplans must be drawn to a standard scale and are to include (but are not limited to) the following items: drawing 
scale, room labels, new wall measurements, new ceiling heights, new door and window schedule, smoke detector* and carbon 
monoxide detector** specifications and locations, dimensioned locations of new plumbing fixtures, handrail/guardrail locations and 
room square footages. Please provide Existing and Proposed Floor plan if part of the improvements includes removing or adding any 
wall, window, door, plumbing fixtures, etc. Clearly differentiate between existing, demolished, and new items. 

*provide smoke detector system (hardwired, interconnected, battery back-up) at each sleeping room and vicinity in
accordance with IRC R314

**provide carbon monoxide detector in immediate vicinity of sleeping rooms in accordance with IRC R315.
Exterior Elevations – Elevation plans must be drawn to a standard scale are are to include front, rear, and sides of the structure. For 
additions, elevations are reqired of all sides of the new portion of the structure. Height deminsions are required on all elevations. If 
building height exceeds 20’ or building is multi-story include deminsions of high, low, and average elevations at grade. 
Setback Plane Compliance Plan – If subject to Subchapter F – A separate exhibit must be submitted showing topographic elevations 
on 1-foot intervals on the property, including the top of foundation spot elevation and intersections of the property boundary with the 
building line segments per Subchapter F, Section 2.6. All topographic information must be prepared and sealed by a Texas-registered 
professional land surveyor. 
Structural Drawing(s) – 
Foundation plan of sufficient detail to show conformance to the provisions of the currently adopted IRC including but not limited to: 

1) size, spacing and strength of reinforcing steel 2) foundation requirements for braced wall panels required in braced wall plan.
Wall and floor/ceiling/roof sections and details, framing plans and/or framing design information as follows: 
    General – lumber size, grade, species and spacing of all wood elements. 
    Wood framed floors – spans and intermediate girders 
    Wood framed walls – wall type (e.g. 2x4’s @ 16 in. o.c.), wall height, headers. 
    Wood framed roofs – roof framing plan to include rafters and girders as a minimum. 
Brace wall plan showing compliance with the currently adopted IRC. The plan shall clearly indicate the braced wall lines and the 

braced wall method use for compliance to expedite review. 

Additional Requirements: 
Non-complying Structures (applicable to all work types) – 
A separate exhibit must be submitted showing the existing building footprint location in relation to the property boundaries and 
required setbacks. Exterior walls and supporting structural elements must be clearly labeled and dimensioned showing walls to be 
removed per Land Development Code Section 25-2-963. 

Setback Averaging – 
If using setback averaging, one copy of the Contextual Site Plan showing four adjacent properties with location of existing buildings 
and existing front yard setbacks identified for front yard setback averaging per the provisions of Subchapter F, Residential Design and 
Compatibility Standards, Section 2.3. 
Surveys must be provided by a Texas-registered professional land surveyor showing existing buildings and their distance from the 
front lot line. 
Design Professionals – 
For any project exceeding 20 feet in height or more than one-story within the Subchapter F boundaries, all permit exhibits must be 
sealed and signed by a Texas-registered architect or certified building designer (National Council of Building Designers or Texas 
Institute of Building Design) 
Localized flooding – 
If there is a storm drain inlet or pipe, drainage ditch, or drainage easement on or near the property or the property is at the low point of 
a roadway, there may be a chance of flooding from the local drainage system. The proposed development cannot cause additional 
flooding on other property nor have an adverse impact on the existing local drainage system. Contact Land Development Information 
Services for more information
Tree Survey – 
Provide a tree survey per ECM 3.3.2 that labels the ¼, ½ and full Critical Root Zones and provides the diameter and species of each 
protected tree (a Tree Legend is recommended). Depict proposed access routes and material staging. Show all proposed and existing 
utilities. Show specific locations of tree protection fencing and mulching per requirements of ECM 3.5.2. 

ITEM03/114



City of Austin | Residential New Construction and Addition Permit Application 11/14/22 | Page 7 of 7

Calculation Aid 
Area Description 

Note: Provide a separate calculation for each distinct area. Attach additional sheets as 
necessary. Measurements are to the outside surface of the exterior wall.

Existing Sq Ft New/Added 
Sq Ft Total Sq Ft 

a) 1st floor conditioned area
b) 2nd floor conditioned area
c) 3rd floor conditioned area
d) Basement
e) Attached Covered Parking (garage or carport)
f) Detached Covered Parking (garage or carport)
g) Covered Wood Decks (counted at 100%)
h) Covered Patio
i) Covered Porch
j) Balcony
k) Other – Specify:

   Total Building Area (TBA) (add: a through k)

   Total Building Coverage (TBC) 
(from TBA subtract, if applicable: b, c, d, and j) 

(A) (B)

l) Driveway
m) Sidewalks
n) Uncovered Patio
o) Uncovered Wood Decks (counted at 50%)
p) AC pads and other concrete flatwork
q) Other (Pool Coping, Retaining Walls)

  Total Site Impervious Coverage (add: TBC and l through q) (C) (D) 

r) Pool
s) Spa

Building Coverage Information 
Note: Building Coverage means the area of a lot covered by buildings or roofed areas, but excludes ground level paving, landscaping, open recreational facilities, 
incidental projecting eaves, balconies, and similar features. Pools, ponds, and fountains are not included in this measurement. (LDC 25-1-21)

Lot Area (sq. ft.): ______________ 

Existing Building Coverage (see above A, sq. ft.): ____________ 
    Existing Coverage % of lot (A ÷ Lot Area) x 100 : ________ % 

Final Building Coverage (see above B, sq. ft.): ____________     
      Final Coverage % of lot (B ÷  Lot Area ) x 100 : ________ % 

Impervious Cover Information 
Note: Impervious cover is the total horizontal area of covered spaces including all building coverage, paved areas, walkways, and driveways. The term excludes pools, 
ponds, fountains, and areas with gravel placed over pervious surfaces that are used only for landscaping or by pedestrians. (LDC 25-1-23) 

Existing Impervious Coverage (see above C, sq. ft.): _____________ 

   Existing coverage % of lot (C ÷  Lot Area ) x 100 : ________ % 

Final Impervious Coverage (see above D, sq. ft.): _____________ 

 Final coverage % of lot (D ÷  Lot Area ) x 100 : ________ % 

3,321.00 0.00 3,321.00
1,909.00 0.00 1,909.00

0.00 0.00 0.00
0.00 741.00 741.00

532.00 532.00
0.00
0.00

782.50 741.00 1,523.50
0.00
0.00
0.00

6,544.50 1,482.00 8,026.50

4,635.50 741.00 5,376.50

7,002.00 7,002.00
259.00 259.00
533.00 533.00

0.00 0.00 0.00
0.00

476.50 476.50
12,429.50 1,217.50 13,647.00

73.00 0.00 73.00
0.00 0.00 0.00

43,554.50

4,635.50
10.50

5,376.50
12.30

12,429.50

28.50

13,647.00

31.33
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Austin Water | | Page 1 of 2

| 512- 000

All fields are required 

Service Address: 

Lot: Block: Subdivision:

Dwelling Units demolished?                  Y N  New Dwelling Units to be built?   Y N
Multiple Dwelling Units on same Lot?   Y N  Corner Lot?   Y N
Land Status/Re-subdivision?                Y N

Original Address: Existing Use:

Proposed Use: Single-Family Res. sq. ft.

Duplex

Two-Family Res

Other:

Existing # Baths: Additional # Baths: Total # bathrooms the meter(s) will serve:

First Meter: Second Meter:

Water meters & wastewater clean-outs are not permitted in sidewalks or driveways 

______________________________________________________   ____________ ___

Applicant Name & Signature Date Phone

City of Austin Office Use Only

Water main size: _________ Service stub size: __________ Service stub change required: Y N

Shared Service? Y N If Yes, meter #, size & address:  

Existing meter #: _________________________ Existing meter size: ____________________________

Existing water service line/meter location: ___________________________________________________

Upgrade required: Y N New meter(s) size: __________________________________________

Existing water or wastewater main located on the property: Y N

WW main size: __________ WW Service line lean-out location:

______________________________ N N

N

______________________________________________________   _____________ ________________
AW Engineer Date Phone 

______________________________________________________    _____________ ________________
AW Taps Date Phone 

A stamp in this box indicates AW approves for Plan Review

N

AUSTIN WATER DOES NOT SERVICE THIS ADDRESS ATI SHOWS TO BE THE PROVIDER 

Aqua Texas ATI (877) 987-2782  Aqua Texas ATI

R
EV

IEWED

T
A

P
S PERMITTING O

FFIC
E

By Emily Parsons   
 10:14 am, May 30, 2023
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Site Specific Project Notes: 

1. Due to the IC limitations of this property 
the entire project is being constructed over 
existing impervious coverage. 

2. The new pool is being constructed to 
ensure that it does not replace any existing 
pool water area with new IC or pool 
coping. 
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of Building Des ign 

Certification# 44-752 

Office: 512-76-UBSTX (8-2789) 

Email: jon@ubstx.com 

WWW.UBSTX.COM 

The drawings, specifications, 
ideas , designs, and 

arrangements presented herein are 
and shall remain the property of 

Urban Building Services of Texas 
LLC. No part thereofshall be 

copied, disclosed to others or used 
in connection with any work: or 
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prepared and developed without the 
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acceptance of these restrictions. 
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AUSTIN ENERGY
Email: aebspaespa@austinenergy.com

This project will require a temporary loop Design required* 

*If AE Design is required, all construction for AE facilities must be complete and shown on the plot plan in place to meet all clearance
requirements.  This form must have Designer name, Design WR# in “Scope of work”.

City of Austin | Austin Energy Building Service Planning Application (BSPA) v. 6 - 7/2022

Building Service Planning Application (BSPA)
This form to be used for review of Residential Building Permits only. 

The plot plan submitted to plan review must be the same plan submitted for Austin Energy review.
Any change to previously submitted plans requires AE review and re-approval. 

This review DOES NOT include the electric service location or routing. 

Person Responsible for Request: _____________________________________________________

Email:  ___________________________________________________________________________ 

Project Address: ____________________________________________________________ –OR–

Legal Description: _____________________________________ Lot: ________ Block: ________

Who is your electrical provider? AE Other: _______________________________________

Scope of work must list ALL new construction, for it to be considered as part of this review (pool/spa, 

retaining walls, etc.).  Anything not listed below is not considered in the review.

Scope of work: ____________________________________________________________________ 

_______________________________________________________________________________ 

_______________________________________________________________________________ 

_______________________________________________________________________________ 

_______________________________________________________________________________ 

_______________________________________________________________ _
BSPA Completed by (print name)  Phone

_______________________________________________________________  _______________ 
BSPA Completed by (signature) Date

AE Representative Use Only

ITEM03/118



The drawings, specifications, 
ideas , designs,    and 

arrangements presented herein 
are and shall remain the 

property of Urban Designs. No 
part thereof shall be copied, 
disclosed to others or used in 
connection with any work or 

project other than the specific 
project for which they were 
prepared and developed 

without the written consent of 
Urban Designs. Visual contact 

with these drawings shall 
constitute conclusive evidence 

of acceptance of these 
restrictions.

Certification # 44-752

Office: 512-920-3439
Email: jon@ubstx.com
WWW.UBSTX.COM

DRAWING TITLE:

22" X 34" SCALE:

11" X 17" SCALE:

HALF SCALE
ISSUES DATE:

DRAWN BY:

SHEET NUMBER:
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DESIGN TEAM INFORMATION

Building Designer
Urban Building Services of Texas LLC
214 Sailors Run
Lakeway, TX 78734
(

Structrual Engineer:
Urban Building Services of Texas LLC
214 Sailors Run
Lakeway, TX 78734

Owner:

GENERAL REQUIRMENTS

1. THESE CONSTRUCTION DOCUMENTS HAVE BEEN DESIGNED TO MEET
CURRENTLY ADOPTED BUILDING CODE AND LOCAL CITY 
AMMENDMENTS. CONTRACTOR TO COMPLY WITH ALL LOCAL CODES, 
ORDINANCES AND DEED RESTRICTIONS. CONTRACTOR SHALL ALSO 
REQUIRE ALL SUBCONTRACTORS TO COMPLY WITH THESE 
REGULATIONS.

2. BUILDER ACCEPTS FULL RESPONSIBILITY FOR CHECKING PLANS TO 
ASSURE CONFORMITY TO CURRENT LOCAL BUILDING CODES. SHOULD 
ANY CHANGES BE MADE TO THESE PLANS BY BUILDER OR HIS 
REPRESENTATIVES WITHOUT CONTACTING THE
Building Designer, THE BUILDER WILL ACCEPT FULL LIABILITY FOR 
AMENDED PLANS.

3. THESE DOCUMENTS DO NOT SPECIFY ACTUAL PRODUCTS OR
MATERIAL SELECTIONS. BUILDER ACCEPTS FULL RESPONSIBILITY FOR 
APPROPRIATE AND PROPER DETAILING FOR AND BETWEEN ALL ACTUAL 
PRODUCTS/MATERIALS SELECTED WHEN INSTALLED. ALL 
COMPONENTS, MATERIALS, ASSEMBLIES AND FINISHES TO BE 
CONSTRUCTED AND INSTALLED PER MANUFACTURER'S 
RECOMMENDATIONS, CODE REQUIREMENTS AND REGULATED 
BUILDING PRACTICES.

4. Building Designer IS NOT RESPONSIBLE FOR MEANS AND METHODS
OF CONSTRUCTION. BUILDER WILL BE RESPONSIBLE FOR ALL ASPECTS 
OF CONSTRUCTION INCLUDING BUT NOT LIMITED TO ALL WATER AND 
DAMP PROOFING, LOAD CONNECTIONS AND MECHANIC, ELECTRICAL 
AND PLUMBING SYSTEMS.

5. ALL MATERIALS AND LABOR TO BE GUARANTEED FOR ONE YEAR
FROM THE DATE OF FINAL PAYMENT, IN ADDITION TO ALL WARRANTIES 
THAT ARE STANDARD TO THE INDUSTRY. BUILDER TO PROVIDE (SUPPLY 
AND INSTALL) ALL EQUIPMENT, LABOR
SERVICES, AND MATERIALS REQUIRED FOR THE COMPLETE APPROVED 
INSTALLATION OF THE SYSTEMS CALLED FOR ON THE PLANS.

6. THESE DRAWINGS DO NOT INCLUDE NECESSARY COMPONENTS FOR
CONSTRUCTION SAFETY. THE BUILDER IS RESPONSIBLE FOR 
INITIATING, MAINTAINING AND SUPERVISING ALL SAFETY PRECAUTIONS 
AND PROGRAMS NECESSARY FOR COMPLETION OF WORK.

7. ALL DIMENSIONS SHOWN ON PLANS ARE TO THE STRUCTURAL FACE
OF WALL AND DO NOT INCLUDE WALL FINISHES OR FURRING. ALL 
DIMENSIONS TO BE VERIFIED IN THE FIELD. BUILDER TO REPORT ANY 
AND ALL DISCREPANCIES, ERRORS OR OMISSIONS TO THE Building 
Designer PRIOR TO COMMENCING WORK AND/OR ORDERING 
MATERIALS. UNDER NO CIRCUMSTANCES SHALL ANY DIMENSION BE 
SCALED FROM THESE DRAWINGS. ANY
CRUCIAL DIMENSION NOT GIVEN SHALL BE BROUGHT TO THE 
ATTENTION OF THE Building Designer.

8. THE BUILDER IS TO FILE FOR, AND SECURE ALL APPROVALS, 
PERMITS, TESTS, INSPECTIONS AND CERTIFICATES OF COMPLIANCE AS 
REQUIRED. THE CONTRACTOR IS
RESPONSIBLE FOR ASSURING THAT ALL PERMITS NECESSARY TO 
LEGALLY PERFORM THE WORK HAVE BEEN OBTAINED PRIOR TO 
COMMENCING CONSTRUCTION.

9. BUILDER SHALL CLEAN UP CONSTRUCTION AREAS AFFECTED BY 
DAILY WORK AND MAINTAIN A CLEAN AND ORDERLY WORK AREA AT ALL 
TIMES. REMOVE MATERIALS TO APPROVED DUMP SITES ONLY.

10. IT IS THE CONTRACTOR'S RESPONSIBILITY TO ACCURATELY PLACE
THE BUILDING(S) ON SITE IN WITH RESPECT TO THE SITE PLAN.

11. MIN. 3" OF ORGANIC MULCH SHALL BE ADDED IN NON-TURF AREAS
TO THE SOIL SURFACE AFTER PLANTING. MIN. 4" PERMEABLE SOIL, 
NATIVE OR IMPORTED, SHALL BE REQUIRED
FOR LANDSCAPED AREAS (TYP.)

12. CONTRACTOR TO REMOVE ALL ROCKS, CONCRETE, TRASH AND
OTHER DEBRIS PRIOR TO INSTALLATION OF SOIL MIX AND PLANT 
MATERIALS.

13. CONTRACTOR TO VERIFY ALL UNDERGROUND UTILITIES AND 
SITE DIMENSIONS FOR LAYOUT OF PLANTS PRIOR TO 
INSTALLATION. REPORT ANY DISCREPANCIES TO THE Building 
Designer. REPAIR TO ANY DISTURBED UTILITIES TO BE 
CONTRACTOR'S FINAL RESPONSIBILITIES.

14. LOCATIONS OF ALL UTILITIES ARE APPROXIMATE AND
CONTRACTOR SHALL EXERCISE EXTREME CAUTION WHEN 
EXCAVATING AND TRENCHING ON THE SITE TO AVIOD 
INTERCEPTING EXISTING PIPING OR CONDUITS. IT SHALL BE THE 
RESPONSIBILITY OF THE CONTRACTOR TO LOCATE ALL EXISTING 
UTILITIES WHETHER SHOWN HEREON OR NOT AND TO PROTECT 
THEM FROM DAMAGE. THEBuilding Designer IS NOT RESPONSIBLE 
FOR THE LOCATION OF UNDERGROUND UTILITIES OR 
STRUCTURES WHETHER OR NOT SHOWN OR DETAILED AND 
INSTALLED BY ANY OTHER CONTRACTOR. THE CONTRACTOR 
SHALL NOTIFY THE Building Designer SHOULD ANY UNIDENTIFIED 
CONDITIONS BE DISCOVERED. THE CONTRACTOR SHALL BEAR 
THE EXPENSE OF REPAIR OR REPLACEMENT OF UTILITIES OR 
OTHER PROPERTY DAMAGED BY OPERATIONS IN CONJUNCTION 
WITH THE SCOPE OF THIS PROJECT, UNLESS NOTED OTHERWISE.

15. PENETRATIONS TO FIRE RATED MATERIALS (IF ANY) OR 
ASSEMBLIES SHALL BE RESTORED TO EQUAL RATING. FIRE STOP 
SYSTEMS AS LISTED BY U.L. DESIGN SHALL BE INSTALLED PER 
FIRE RESISTANCE DIRECTORY, AS FOLLOWS: (a) STUD WALLS - UL 
No. 147 (b) MASONRY WALLS - UL No. - 180/390

16. CONFINE ALL OPERATIONS ON THE SITE TO AREAS PERMITTED
BY THE OWNER. THE WORK SHALL BE DONE IN ACCORDANCE 
WITH ALL APPLICABLE LAWS, LOCAL ORDINANCES, PERMITS, AND 
THE CONTRACT DOCUMENTS. THE JOB SITE IS TO BE MAINTAINED 
IN A CLEAN, ORDERLY CONDITION FREE FROM DEBRIS AND 
LITTER, AND SHALL NOT BE UNREASONABLY ENCUMBERED WITH 
ANY MATERIAL OR EQUIPMENT. EACH SUBCONTRACTOR 
IMMEDIATELY UPON COMPLETION OF EACH PHASE OF HIS WORK 
SHALL REMOVE ALL TRASH AND DEBRIS.

17. ALL MATERIAL STORED ON THE SITE SHALL BE PROPERLY 
STACKED AND PROTECTED TO PREVENT DAMAGE AND 
DETERIORATION UNTIL USED. FAILURE TO PROTECT MATERIALS 
MAY BE CAUSE FOR REJECTION OF WORK.

18. ALL CUTTING FITTING, OR PATCHING THAT MAY BE REQUIRED 
TO MAKE SEVERAL PARTS FIT TOGETHER PROPERLY SHALL BE 
DONE SO AS NOT TO ENDANGER ANY OTHER WORK BY CUTTING, 
EXCAVATING, OR OTHERWISE ALTERING THE TOTAL WORK OR 
ANY PART OF IT. ALL PATCHING, REPAIRING, AND REPLACING OF 
MATERIALS AND SURFACES, CUT OR DAMAGED, IN EXECUTION OF 
WORK SHALL BE DONE WITH APPLICABLE MATERIALS SO THAT 
SURFACES REPLACED WILL, UPON COMPLETION, MATCH 
SURROUNDING SIMILAR SURFACES.

19. PROVIDE ALL NECESSARY OPENINGS THROUGH FLOORS AND 
WALLS, BLOCKING, BACKING, ROUGH BUCKS, FURRING, CURBS, 
ANCHORS, INSERTS, EQUIPMENT BASES AND FRAMING FOR LIGHT 
FIXTURES, ELECTRIC UNITS, A/C EQUIPMENT AND ALL OTHER
ITEMS REQUIRING IT TO ENSURE A COMPLETE AND PROPER 
INSTALLATION OF SURFACE MOUNTED AND RECESSED ITEMS.

20. WHERE LARGER STUDS OR FURRING IS REQUIRED TO COVER 
STRUCTURE, DUCTS, PIPING OR CONDUIT, THE LARGER STUD SIZE 
FURRING SHALL EXTEND THE FULL SURFACE OF THE WALL WIDTH 
AND LENGTH WHERE THE FURRING OCCURS, UNLESS NOTED 
OTHERWISE.

21. VENT ALL BATHROOM AND KITCHEN FANS TO OUTSIDE 
ATMOSPHERE. BATHROOM & KITCHEN FANS SHALL BE CAPABLE 
OF FIVE (5) AIR CHANGES PER HOUR AND SHALL BE VENTED 
DIRECTLY OUTSIDE THE BUILDING ENVELOPE VIA SMOOTH, RIGID, 
NONCORROSIVE 24 GAUGE METAL DUCTWORK.

PROJECT INFORMATION

LEGAL DESCRIPTION:
Property ID # = 
Lot # =  Block # = 
Legal Description = 

REFEREMCED CODES & CONSTRUCTION STANDARDS:
2021 INTERNATIONAL BUILDING CODE
2021 INTERNATIONAL RESIDENTIAL CODE
2021 UNIFORM PLUMBING CODE
2021 INTERNATIONAL MECHANICAL CODE
2020 NATIONAL ELECTRIC CODE
2021 INTERNATIONAL ENERGY CONSERVATION CODE
2021 INTERNATIONAL FIRE CODE + LOCAL AMMENDMENTS
2021 INTERNATIONAL GAS CODE
2015 International Wildland-Urban Interface Code

BUILDING ENVELOPE COMPLIANCE METHOD:

1) INSULATION & FENESTRATION:
A. U-FACTOR (MAX): .40
B. SHGC (MAX): .25
C. CEILING, R-VALUE: R-38
D. WALL, R-VALUE: R-15
E. FLOOR, R-VALUE: N/A 5/27/2023 7:08:59 PM
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This structure is located within 1.5 miles from a 750 acre or more area of wildland
and must comply with the following construction requirements. Provide a detail
on the plans showing compliance with these requirements.

• Class A roof covering or assembly in accordance with UL 790. (IWUIC 504.2)
• Ensure roof valleys comply with 504.2.1 where applicable.
• All ventilation openings, including but not limited to attic vents, underfloor vents or any vent 

in the exterior walls, shall be constructed using a noncombustible material and shall be 
provided with ember protection in accordance with IWUIC 504.10(amended).

• Dryer vents and typical roof plumbing vent stacks are excluded.
• Gutters & downspouts will be constructed of noncombustible material and provide a 

noncombustible, corrosion resistant means to prevent the
• accumulation of leaves and debris in accordance with IWUIC 504.4.
• Underfloor enclosures shall be constructed in accordance with the WUIC Section 504.6.
• Appendages and structures (including decks & balconies) will be constructed in 

accordance with IWUIC 504.7(amended).
• Fence structures located within 5’ of the home will be constructed in accordance with 

IWUIC 504.7(amended).
• Spark arrestors shall be required for all chimneys serving a fireplace, barbecue, incinerator

and/or a decorative heating appliance in accordance with IWUIC 605.

1 Cover Image

129078
5

Lot 5 Bridge Hill SubD

Sheet List
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B-000 Cover
B-001 General
B-002 Enviromental
B-003 Site Plan
B-101 Covered Patio Plan
B-102 Cabana + Pooldeck
B-200 Elevations
B-401 Roof Plan
E101 Electrical

Christy May
6708 Bridge Hill Cove
Austin TX 78746
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A
AB ANCHOR BOLT
ABV. ABOVE
ACC. ACCESS / ACCESSIBLE
ACC. FL.  ACCESS FLOOR
ACC. PNL. ACCESS PANEL
ACM ALUMINUM COMPOSITE METAL
ACOUS. ACOUSTICAL
A.C.T. ACOUSTICAL CEILING TILE
ADJUST. ADJUSTABLE
ADJ. ADJACENT
AD AREA DRAIN
A.F.F. ABOVE FINISH FLOOR
AGG. AGGREGATE
ALT. ALTERNATE
ALUM. ALUMINUM
ANCH. ANCHOR / ANCHORAGE
ANG. ANGLE
ANOD. ANODIZED
APPROX. APPROXIMATE
ARCH. ARCHITECT / ARCHITECTURAL
AUTO. AUTOMATIC
AUX. AUXILIARY
AVE. AVENUE
AVG. AVERAGE
A/C AIR CONDITIONING
A/V AUDIO VISUAL

B
BD. BOARD
B/F BOTH FACES
BITUM. BITUMINOUS
BLDG. BUILDING
BLKG. BLOCKING
BLK. BLOCK
BM BEAM
B.M. BENCH MARK
BOT. BOTTOM
B.O.C. BOTTOM OF CURB
BRG. BEARING
BRG. PL. BEARING PLATE
BRKT. BRACKET
B.S. BOTH SIDES
BSMT. BASEMENT
BTW. BETWEEN
B.U.R. BUILT-UP ROOFING
B.W. BOTH WAYS
B&B BALLED AND BURLAPPED
B-B BACK TO BACK

C
CAB. CABINET
CB CATCH BASIN
CCTV CLOSED CIRCUIT TELEVISION
CEM. CEMENT
CER. CERAMIC
CFMF COLD FORMED METAL FRAMING
CIP CAST IN PLACE
C.I. CAST IRON
CIR. CIRCLE
CJ CONTROL JOINT
CKBD. CHALK BOARD
CLG. CEILING
CLG. HT. CEILING HEIGHT
CLR. CLEAR(ANCE)
CL. CLOSET
CM / cm CENTIMETER
CMU CONCRETE MASONRY UNIT
CNTR. COUNTER
COL. COLUMN
COMPRES. COMPRESSIBLE
COMP. COMPOSITION
CONC. CONCRETE
COND. CONDITION
CONF. CONFERENCE
CONST. CONSTRUCTION
CONTR. CONTRACTOR
CONT. CONTINUOUS
CORRU CORRUGATED
CORR. CORRIDOR
CG CORNER GUARD
CSMT. CASEMENT
CTR. CENTER
CTSK COUNTERSUNK
C.T. CERAMIC TILE
CU. FT. CUBIC FOOT (FEET)
CU. YD. CUBIC YARD
CW COLD/CHILLED WATER
C-C CENTER TO CENTER
C.O. CASED OPENING
C.W. COOL WHITE
C.W.X. COOL WHITE DELUXE

D
DBL. DOUBLE
DEFL. DEFLECTION
DEPT. DEPARTMENT
DF DRINKING FOUNTAIN
D.H. DOUBLE-HUNG
DIAG. DIAGONAL
DIA. DIAMETER
DIM. DIMENSION
DISC. DISCONNECT
DISP. DISPENSER
D.L. DEAD LOAD
DMPFG. DAMPPROOFING
DN DOWN
DR. DOOR
DS DOWNSPOUT
DTL. DETAIL
DWC. DRYWALL FURRING CHANNEL
DWG. DRAWING
DWR. DRAWER
D. / d. DEEP / DEPTH

E
EA. EACH
EDF ELECTRIC DRINKING FOUNTAIN
EFOB EXTERIOR FACE OF BUILDING
EJ EXPANSION JOINT
ELAS. ELASTIC / ELASTOMERIC
ELEC. ELECTRICAL
ELEV ELEVATOR
EL. ELEVATION
EMER. EMERGENCY
EP EXPLOSION PROOF
EQUIP. EQUIPMENT
EQ. EQUAL
ESR ELASTIC SHEET ROOFING
E.W. EACH WAY
EWC ELECTRIC WATER COOLER
EWH ELECTRIC WATER HEATER
EXH EXHAUST
EXIST. EXISTING
EXPAN. EXPANSION
EXP. EXPOSED
EXT. EXTERIOR

F
FA FIRE ALARM
F.C. FIRE CODE
FD FLOOR DRAIN
FE FIRE EXTINGUISHER
FEC FIRE EXTINGUISHER CABINET
FHC FIRE HOSE CABINET
FH FIRE HYDRANT
FIN. FINISH / FINISHED
FIXT. FIXTURE
FLRG. FLOORING
FLR. FLOOR
FLSHG. FLASHING
FLUOR. FLUORESCENT
F.P.W. FLOOD PROTECTION WALL
FL FLOW LINE
F.M. FACTORY MUTUAL
FND. FOUNDATION
FRPF. FIREPROOF(ING)
FSEC FOOD SERVICE EQUIPMENT CONTRACTOR
F.S. FULL SIZE
FTG. FOOTING
FT. FOOT / FEET
FURN. FURNISH
FURR. FURRED / FURRING
F.V. FIELD VERIFY
F.V.C. FIRE VALVE CABINET
F.W.C. FABRIC WALL COVERING

G
GALV. GALVANIZED
GAL. GALLON
GA GAUGE
GC GENERAL CONTRACTOR
GD. GUARD
GEN. GENERAL
G.I. GALVANIZED IRON
GL GLASS / GLAZING
GMP GUARANTEED MAXIMUM PRICE
GR. GRADE / GRADING
GYP. GYPSUM

H
HB HOSE BIBB
H.C. HOLLOW CORE
HDCP. HANDICAPPED
HDWD. HARDWOOD
HDWR. HARDWARE
HD. HEAD
H.F.S. HALF FULL-SIZE
H.M. HOLLOW METAL
HORIZ. HORIZONTAL
HP HORSEPOWER
HR HOUR
HT. HEIGHT
HVAC HEATING / VENTILATING / AIR CONDITIONING
HW HOT WATER
HYD. HYDRANT

I
I.D. INSIDE DIAMETER
INCAND. INCANDESCENT
INCL. INCLUDE(D)
INFO. INFORMATION
INSUL. INSULATION
INT. INTERIOR
IN INCH(ES)
I.P.S. INSIDE PIPE SIZE

J
JAN JANITOR
JST. JOIST
JT. JOINT

L
LAM. LAMINATED
LAV. LAVATORY
LGTH. LENGTH
LH LEFT-HAND
LV. LEVEL
LIN. LINEAR
LL LIVE LOAD
LT. LIGHT
LVR. LOUVER
LWT LIGHT-WEIGHT

M
M / m METER
MM / mm MILLIMETER
MACH. MACHINE
MAINT. MAINTENANCE
MAS. MASONRY
MATL. MATERIAL
MAX. MAXIMUM
MECH. MECHANICAL
MEP MECHANICAL / ELECTRICAL /PLUMBING
MFR. MANUFACTURER
MH MANHOLE
MIN. MINIMUM
MISC. MISCELLANEOUS
M.L. METAL LATH
MLDG. MOULDING
M.O. MASONRY OPENING
MTD. MOUNTED
MTG. MOUNTING
MTL. METAL
MULL. MULLION

N
NAT. NATURAL
NFHB NON-FREEZE HOSE BIBB
N.I.C. NOT IN CONTRACT
NOM. NOMINAL
NO. or # NUMBER
N.R. NOISE REDUCTION
N.R.C. NOISE REDUCTION COEFFICIENT
N.T.S. NOT TO SCALE

O
OA OVERALL
O.C. ON CENTER
O.D. OUTSIDE DIAMETER
OFCI OWNER FURNISHED / CONTRACTOR INSTALLED
OFOI OWNER FURNISHED / OWNER INSTALLED
OH OVERHEAD
O.P. OPERABLE PARTITION
OPH OPPOSITE HAND
OPNG. OPENING
OPP. OPPOSITE
OPQ. OPAQUE
ORD OVERFLOW ROOF DRAIN
O.S. OVERFLOW SCUPPER
O/A OUTSIDE AIR
P
PART. PARTITION
PCF POUNDS PER CUBIC FOOT
PCP PORTLAND CEMENT PLASTER
PCT PORCELAIN CERAMIC TILE
PED. PEDESTAL
PERF. PERFORATED
P.G. PLATE GLASS
PL. PLATE
PLAST. PLASTER
PLAS. PLASTIC
PLF POUNDS PER LINEAR FOOT
PLBG. PLUMBING
PLYWD. PLYWOOD
PNL. PANEL
POL. POLISHED
PRKG. PARKING
PR. PAIR
PSF POUNDS PER SQUARE FOOT
PSI POUNDS PER SQUARE INCH
PTD. PAINTED
P.V.C. POLYVINYL CHLORIDE
PVG. PAVING
PVMT. PAVEMENT
P.L. PROPERTY LINE
P.LAM. PLASTIC LAMINATE
P/C PRECAST
PFP PREFINISHED PANEL

Q
QT QUARRY TILE

R
RCP REFLECTED CEILING PLAN
R.C.P. REINFORCED CONCRETE PIPE
RD ROOF DRAIN
REBAR REINFORCING BAR
RECEPT. RECEPTION
RECEP. RECEPTICLE
RECOM. RECOMMENDATION
REC. RECESSED
REF. REFRIGERATOR
REG. REGULATION
REINF. REINFORCED
REQ'D. REQUIRED
RES. RESILIENT
RET. RETURN
REV. REVERSE / REVISION
RE REFER TO
RFG. ROOFING
RH RIGHT-HAND
R RISER
RM ROOM
R.O. ROUGH OPENING
R.O.W. RIGHT OF WAY
RAD. RADIUS
R/AG RETURN AIR GRILLE
R/A RETURN AIR

S
SCHED. SCHEDULE
S.C. SOLID CORE
SD STORM DRAIN
SECT. SECTION
SF SQUARE FOOT / FEET
SH SINGLE-HUNG
SHVL. SHELVES / SHELVING
SHTHG. SHEATHING
SHT. SHEET
SHT. GL. SHEET GLASS
SHWR. SHOWER
SIM. SIMILAR
SPEC. SPECIFICATION
SPKR. SPEAKER
SQ. SQUARE
S.S. STAINLESS STEEL
SS SANITARY SEWER
STAB, STABILIZE(D)
STA. STATION
S.T.C. SOUND TRANSMISSION COEFFICIENT
STD. STANDARD
STL. STEEL
STOR. STORAGE
STRUCT. STRUCTURE / STRUCTURAL
SUSP. SUSPENDED
SW SWITCH
SYM. SYMMETRICAL
SYN. SYNTHETIC
SYS. SYSTEM
S/AD SUPPLY AIR DIFFUSER
S/A SUPPLY AIR

T
T.B. TOWEL BAR
TCOC TEXTURE COATING ON CONCRETE
TEL. TELEPHONE
TEMP. TEMPERED / TEMPORARY / TEMPERATURE
THK. THICK(NESS)
THRES. THRESHOLD
TINT. TINTED
TKBD. TACKBOARD
T.O.C. TOP OF CURB / CONCRETE
TOL. TOLERANCE
T.O.S. TOP OF STEEL / SLAB
T.O.S.S. TOP OF STRUCTURAL SLAB
T.O.W. TOP OF WALL
T.P.D. TOILET PAPER DISPENSER
TRANS. TRANSFER
TRZO. TERRAZZO
T TREAD
T&G TONGE & GROOVE
T.S. TUBE STEEL
T.T.C. TELEPHONE TERMINAL CABINET
TV TELEVISION
TYP. TYPICAL

U
UL UNDERWRITERS LABORATORY
U.N.O. UNLESS NOTED OTHERWISE
UR. URINAL

V
VAC. VACUUM
V.C.T. VINYL COMPOSITION TILE
VERT. VERTICAL
VEST. VESTIBULE
V.W.C. VINYL WALL COVERING

V
WC WATER CLOSET
WDW. WINDOW
WD. WOOD
WF WIDE FLANGE
WH WALL-HUNG
W.I. WROUGHT IRON
WP. WATERPROOF(ING)
WR. WATER RESISTENT
WT. WEIGHT
W.W.F. WELDED WIRE FABRIC
W.P. WORK POINT
W.W. WARM WHITE
W.W.X. WARM WHITE DELUXE
W/ WITH
W/I WITHIN
W/O WITHOUT

X
XFMR. TRANSFORMER

ABBREVIATIONS MATERIAL REPRESENTATIONS SYMBOLS

5/27/2023 7:09:00 PM
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TREE PROTECTION NOTES

Definitions:

HERITAGE TREE means a tree that has a diameter of 24 inches or more, measured four and one-half feet above 
natural grade, and is one of the following species:

(a)Ash, Texas
(b)Cypress, Bald
(c)Elm, American
(d)Elm, Cedar
(e)Madrone, Texas
(f)Maple, Bigtooth
(g)All Oaks
(h)Pecan
(i)Walnut, Arizona
(j)Walnut, Eastern Black

This list of eligible heritage tree species may be supplemented but not reduced, as prescribed by the rule.

PROTECTED TREE means a tree with a diameter of 19 inches or more, measured four and one-half feet above natural 
grade.

Measurements: A protected size tree is determined by measuring the tree trunk at 4.5 feet above the ground. This is 
commonly known as DBH (diameter at breast height). A tree within the Austin city limits is protected once it reaches 19 
inches. Diameter = Circumference / 3.1416 and Circumference = Diameter X 3.1416.

Silt Fencing:

A.Fabric
1.General: 

The silt fence fabric shall be of nonwoven polypropylene, polyethylene, or polyamide thermoplastic fibers with non-
raveling edges. The silt fence fabric shall be non-biodegradable, inert to most soil chemicals, ultraviolet resistant, 
unaffected by moisture or other weather conditions, and permeable to water while retaining sediment. The silt fence 
fabric shall be supplied in rolls a minimum of 36 inches (0.9 meters) wide.

2.Physical Requirements:
The fabric shall meet the requirements presented in Table 1, when sampled and tested in accordance with the 

methods indicated herein, on Standard Detail No. 642S-1 and/or on the Drawings.

B.Posts:
Posts shall be steel Tee or Y-posts, not less than 4 feet (1.22 meters) in length with a minimum weight of 1.25 
pounds per foot (1.86 kilograms per meter) with a minimum Brinell Hardness of 143. Hangers shall be adequate to 

secure the fence and fabric to posts. Posts and anchor plates shall conform to ASTM A-702. Caps are required (*not 
specifying discretionary criteria).

C.Wire Fence:
Wire fence shall be welded wire fabric 2 in. x 4 in. 12.5 SWG, wire diameter 0.099 in (± 0.005 in.), and shall 

conform to Standard Specification Item No. 406, "Reinforcing Steel."

Construction Methods:

The silt fence fabric shall be securely attached to the posts and the wire support fence with the bottom 12 inches (300 
mm) of the material buried in a trench a minimum of 6 inches (150 mm) deep and 6 inches (150 mm) wide to prevent 
sediment from passing under the fence. When the silt fence is constructed on impervious material, a 12-inch (300-mm) 
flap of fabric shall be extended upstream from the bottom of the silt fence and weighted to limit particulate loss. No 
horizontal joints will be allowed in the silt fence fabric. Vertical joints shall be overlapped a minimum of 12 inches (300 
mm) with the ends sewn or otherwise securely tied.

The silt fence shall be a minimum of 24 inches (0.6 meters) high. Posts shall be embedded a minimum of 12 inches (300 
mm) in the ground, placed a maximum of 8 feet (2.4 meters) apart, and set on a slight angle toward the anticipated 
runoff source. When directed by the Engineer or designated representative, posts shall be set at specified intervals to 
support concentrated loads.

* Per OSHA §1926.701, "all protruding reinforcing steel, onto and into which employees could fall, shall be guarded to 
eliminate the hazard of impalement". Caps must be large enough to dissipate the forces of impact to prevent impalement 
from a reasonably foreseeable fall distance. It should be noted that the use of impalement protection caps is but one 
method of protection; covers or wooden troughs can be another means of meeting the guarding requirement. For City of 
Austin purposes, this also applies to t-posts and wooden stakes.

The silt fence shall be repaired, replaced, and/or relocated when necessary or as directed by the Engineer or designated 
representative. Accumulated silt shall be removed when it reaches a depth of 6 inches (150 mm).

Mulch Socks:

Materials
A. Mulching material can be manufactured on or off the project site and may consist of:

1.Shredded bark
2.Stump grindings
3.Composted bark

B. The mulch shall have the following composition:
1.Wood chips shall be produced from a 3-inch minus screening process (equivalent to TxDOT item 161, Compost, 

Section 1.6.2.B Wood Chip Requirements).
2.Large portions of silts, clays, or fine sands are not acceptable.
3.The pH of the mulch shall be between 5.5 and 8.5.
4.The organic matter content shall be greater than or equal to 25% on a dry weight basis.

C. Mulch material must be free of refuse, physical contaminants and material toxic to plant growth. It is not acceptable 
for the mulch material to contain ground construction debris, biosolids, manure, or recyclable material.
D. Prior to placement, a representative sample of the mulching material must be tested and certified by the project 
engineer or his/her designee and accepted by the city inspector.
E. The sock material mesh opening shall be equal to, or less than 3/8 inch (10 mm), and the material tensile strength 
shall be equal to or greater than 202 psi (14.2 kg/cm 2 ).

Installation

A. Use 12 or 18-inch diameter mulch socks for all sediment control applications. This diameter of mulch sock material 
has proven to be the most consistent for all sediment control applications (TxDOT, April 2006).
B. Install mulch socks per Figure 1.4.5.F in the City of Austin Environmental Criteria Manual.
C. Mulch socks should be used at the base of slopes no steeper than 2:1 and should not exceed the maximum spacing 
criteria provided in the following table.

***These notes were taken from the COA municipal code website and are subject to change. The contractor is 
responsible for verifying all inspection requirements and updated codes and regulation.****
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