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RULE NO.: R161-25.07

NOTICE OF PROPOSED RULE POSTING DATE: 04/30/2025

The Director of the Austin Water Department proposes to adopt the following rule after 
06/01/25.

EFFECTIVE DATE OF PROPOSED RULE

A rule proposed in this notice may not become effective before the effective date 
established by a separate notice of rule adoption. A notice of rule adoption may not be 
posted before 06/01/25 (the 32nd day after the date of this notice) or after 07/09/25 (the 
70th day after the date of this notice).

If a proposed rule is not adopted on or before 07 09/25, it is automatically withdrawn and 
cannot be adopted without first posting a new notice of a proposed rule.

REQUEST FOR COMMENTS ON PROPOSED RULES
The City requests comments from the public with respect to the proposed rules included 
in this Notice. Comments must be received by the contact person below no later than 
06/01/25.

Contact Person:
Eric Langhout
Austin Water Department

TEXT OF PROPOSED RULE

Email:
eric.langhoufaaustintexas.gov 
512-972-0073

The text of the proposed rule indicating changes from the current text is attached to this 
notice.

BRIEF EXPLANATION OF PROPOSED RULE

RI 61-25.07: Proposed revision to Standards 513 & 520 of the Standards Manual

Rule 2 - Revisions to Standards 513 & 520

1. Standard 513-AW-OI - Create a new detail called HDPE MJ Adapter 
Connection.

2. Standard 520-AW-01B - Update the existing 520-AW-01B by adding an 
inset for service connections to HDPE pipe (electrofusion and 
mechanical) and correct other minor dimensional revisions. This will 
replace the old 520-AW-01B dated 08/16/19.

An affordability impact statement regarding the proposal is available by contacting Eric 
Langhout, eric .langhout a austintexas.gov or 512-972-0073.



AUTHORITY FOR ADOPTION OF PROPOSED RULE

The authority and procedure for adoption of a rule to assist in the implementation, 
administration, or enforcement of a provision of the City Code is provided in Chapter 1-2 
of the City Code. The authority to adopt this rule is established in Texas Local Government 
Code Section 552.017 and City Code Section 15-9-9.

CERTIFICATION BY CITY ATTORNEY

By signing this Notice of Proposed Rule R161-25.07, the City Attorney certifies the City 
Attorney has reviewed the rule and finds that adoption of the rule is a valid exercise of the 
Director’s administrative authority.

REVIEWED AND APPROVED 

.000.
Shay R Roalson, P.E., Director 
Austin Water 

AQoaXLho, 
Deborah Thomas

Date: 4/26/2025________________

Date: 4/20

City Attorney
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STANDARD NO.
DRAFT 11/13/2024

HDPE MJ ADAPTER CONNECTION

513-AW-01
1 OF 1

THE ENGINEER/ARCHITECT ASSUMES
RESPONSIBILITY FOR APPROPRIATE USE
OF THIS STANDARD.  MODIFICATIONS TO

THIS STANDARD ARE PROHIBITED.

NOTES:

1. THIS DETAIL IS USED WHEN CONNECTING HDPE PIPE TO AN MJ VALVE OR FITTING. MJ ADAPTERS
DO NOT REQUIRE THE USE OF OF INSERT STIFFENERS, AND SHALL NOT BE INSTALLED WITHIN A
BENT SECTION OF HDPE PIPE.

2. WHEN TRANSITIONING FROM HDPE TO NON-HDPE PIPE, IT IS PREFERRED TO USE AN MJ VALVE AT
THE PIPE TRANSITION, WHICH ALLOWS HDPE PIPE TO BE HYDROSTATICALLY PRESSURE TESTED
SEPARATELY FROM NON-HDPE PIPE. WHEN A VALVE IS NOT USED, AN MJ FITTING (SUCH AS AN MJ
DI SLEEVE, REDUCER, OR BEND) SHALL BE USED.

3. AN APPROVED WEDGE-ACTION RESTRAINT DEVICE, PER SPL WW-27A OR WW-308C, SHALL BE USED
TO RESTRAIN NON-HDPE PIPE TO AN MJ VALVE OR FITTING.

4. IF CONNECTING NEW HDPE TO EXISTING UNRESTRAINED DIP OR PVC, A CONCRETE IN-LINE
ANCHOR SHOULD BE USED AS SHOWN IN THE PLANS. SEE AW SPECIAL DETAIL "CONCRETE IN-LINE
ANCHOR FOR POLYETHYLENE (HDPE) PIPE".

BUTT FUSION WELD SEAM

HDPE MJ ADAPTER
W/ DI FOLLOWER GLAND

PER SPL WW-706A

HDPE PIPE
PER SPL WW-706

MJ VALVE OR FITTING
(SEE NOTE 2)
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WATER SERVICE & METER INSTALLATION -
1" & SMALLER METERS

520-AW-01B
1 OF 2
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ADOPTED

THE ENGINEER/ARCHITECT ASSUMES
RESPONSIBILITY FOR APPROPRIATE USE
OF THIS STANDARD.  MODIFICATIONS TO

THIS STANDARD ARE PROHIBITED.

A-1

2" MIN.

0° - 45°
(45° PREFERRED)

B

HDPE WATER MAIN

A-2

INSET

R.O.W. OR ESMT. LINE

DRAFT 12/12/2024
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NOTES:
1. SERVICE SADDLE SHALL BE WRAPPED COMPLETELY WITH 8 MIL. POLYETHYLENE FILM, SPL WW-27D.
2. BRANCH CONNECTIONS AND ALL ANGLE METER STOPS MUST BE INSTALLED PRIOR TO ANY METER

INSTALLATION.
3. TOP OF METER BOXES SHOULD BE 4" ABOVE GROUND. 
4. PIPING AND TUBING IN STREET RIGHT-OF-WAY SHALL BE BEDDED IN GRANULAR MATERIALS AS

REQUIRED BY SECTION 510.3 (14) OF THE CITY OF AUSTIN STANDARD SPECIFICATIONS; BACKFILL ABOVE
GRANULAR BEDDING AS REQUIRED BY SECTION 510.3 (25).

5. METER BOX MUST BE BEHIND CURB NEXT TO PROPERTY LINE OR EASEMENT AND OUT OF VEHICULAR
TRAFFIC AREA AND SIDEWALK.

6. BALL VALVE "D" SHALL NOT BE LOCATED UNDER SIDEWALK, CURB, OR PAVEMENT, AND NOT BE LOCATED
MORE THAN 36" BELOW FINAL GRADE.

7. METER SIZES TO BE SHOWN ON PLANS.
8. METER BOX CUT OUTS SHALL NOT EXCEED TWO TIMES THE PIPE DIAMETER. CUTTING A METER BOX

WITHOUT AW APPROVAL IS PROHIBITED.
9. INSTALL METALLIC TRACER TAPE, SPL WW-597, MINIMUM 1' ABOVE TUBING FROM SERVICE CLAMP "A" TO

BALL VALVE "D".
10. TUBING SHALL BE PLACED IN A STRAIGHT ALIGNMENT AND ALLOWED TO RELAX AND "SNAKE" LOOSELY IN

THE TRENCH. TUBING BEHIND CURB AND GUTTER SHALL BE INSTALLED WITH A MINIMUM 2' DEPTH OF
COVER.

11. 1" TUBING, WHEN BENT, SHALL HAVE A RADIUS NO SMALLER THAN 3'. 2" TUBING, WHEN BENT,  SHALL
HAVE A RADIUS NO SMALLER THAN 5'. BRASS FITTINGS SHALL NOT BE CONNECTED TO A BENT SECTION
OF TUBING.

12. SOLID, TUBULAR STAINLESS STEEL INSERT STIFFENERS FOR HDPE TUBING SHALL BE USED AT ALL
COMPRESSION FITTINGS. INSERT STIFFENERS SHALL BE FROM THE SAME MANUFACTURER AS THE
COMPRESSION FITTING USED.

13. FOR RECLAIMED WATER SERVICES AND METERS, ALL RECLAIMED TUBING SHALL BE MANUFACTURED
SOLID PURPLE, SPL WW-65A.  ALL APPURTENANCES SHALL BE MANUFACTURED PURPLE IF AVAILABLE.
ALL FITTINGS THAT ARE NOT AVAILABLE FROM THE MANUFACTURER IN PURPLE SHALL BE PAINTED
PURPLE PER SPL WW-3C.  ALL METER BOX LIDS SHALL BE PURPLE AND HAVE "RECLAIMED WATER" CAST
INTO THEM, SPL WW-145A.

WATER SERVICE & METER INSTALLATION -
1" & SMALLER METERS

MATERIALS LIST:
A-1. FOR PVC OR DI MAIN: 2" SERVICE SADDLE, SPL WW-264
A-2. FOR HDPE MAIN: 2" SERVICE SADDLE (APPROVED FOR USE ON HDPE PIPE), SPL WW-264, OR
        2" ELECTROFUSION THREADED SERVICE SADDLE, SPL WW-706C
B. 2" CORPORATION STOP, SPL WW-68
C. 2" HDPE WATER SERVICE TUBING, SPL WW-65
D. 2" BALL VALVE, SPL WW-68
E. SINGLE SERVICE: 2" MIP X 1" COPPER FLARE FITTING, SPL WW-68  OR

DOUBLE SERVICE: 2" MIP X 1" COPPER FLARE WYE, SPL WW-68
F.. 1" SWIVEL NUT x 1" COMPRESSION 90° BEND, SPL WW-68
G. 1" HDPE WATER SERVICE TUBING, SPL WW-65
H. 1" ANGLE METER STOP, SPL WW-68
I. METER BOX AND LID, SPL WW-145A;
        FOR DUAL 1" METERS: USE TWO SINGLE METER BOXES

MATERIALS TO BE INSTALLED BY PLUMBER:
J. BRASS METER BUSHING - SIZE AS NEEDED TO CONNECT ANGLE METER STOP TO METER
K. WATER METER PURCHASED FROM AUSTIN WATER
L. BRASS WATER METER COUPLING MALE IPT x SWIVEL COUPLING NUT:

5
8" AND 3 4" METERS: 8 12" LONG x 3 4" DIA. (NO BUSHING ALLOWED BETWEEN K & L)

1" METERS: 8 12" LONG x 1" DIA.
M. PROPERTY OWNER'S CUT OFF VALVE, SPL WW-276
N. PROPERTY OWNER'S CUT OFF VALVE BOX AND LID
O. TEMPORARY METER SPACER (REQUIRED TO ASSURE METER WILL FIT APPROPRIATELY)
P. 1" WOODEN DOWEL (SHOW ADDRESS ON DOWEL USING WATERPROOF MARKER)

DRAFT 12/12/2024
ADOPTED

THE ENGINEER/ARCHITECT ASSUMES
RESPONSIBILITY FOR APPROPRIATE USE
OF THIS STANDARD.  MODIFICATIONS TO

THIS STANDARD ARE PROHIBITED.


