
EXISTING LEGEND

W FIRE HYDRANT W/ GATE VALVE

WW WASTEWATER W/ CLEANOUT

W WATERLINE W/ GATE VALVE

WW WASTEWATER W/ MANHOLE

STORM SEWER W/ MANHOLE

CURB INLET

OHE Z OVERHEAD ELECTRIC W/POWER POLE

GROUND CONTOUR700

4-SIDED AREA INLET

PROPERTY STREET ADDRESS3504

TREE LEGEND

TREE TO REMAIN
(8"-18")

TREE TO BE REMOVED
(8"-18")

PROTECTED TREE TO REMAIN
(19"-23")

PROTECTED TREE TO BE REMOVED
(19"-23")

HERITAGE TREE TO REMAIN
(24"+)

HERITAGE TREE TO BE REMOVED
(24"+)

THE LOCATION OF EXISTING UNDERGROUND UTILITIES ARE SHOWN IN AN
APPROXIMATE WAY ONLY. THE CONTRACTOR SHALL DETERMINE THE
EXACT LOCATION OF ALL EXISTING UTILITIES BEFORE COMMENCING

WORK. HE AGREES TO BE FULLY RESPONSIBLE FOR ANY AND ALL
DAMAGES WHICH MAY OCCUR BY HIS FAILURE TO EXACTLY LOCATE AND

PRESERVE ANY AND ALL UNDERGROUND UTILITIES.
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SCALE: 1" = 20'

DEMOLITION AREA

DEMOLITION LINE

TREE PROTECTION

DEMOLITION  LEGEND

LIMITS OF CONSTRUCTION

EROSION  LEGEND

SILT FENCE

INLET PROTECTION

TREE PROTECTION

STABILIZED CONSTRUCTION ENTRANCE

CONSTRUCTION STAGING AREA

TEMPORARY SPOILS AREA

MULCH LOG

ROCK BERM

FLOW DIRECTION

LIMITS OF DEMOLITION

NOTES:
1. AE CUSTOMER SERVICE TO BE CONTACTED FOR DISCONNECTION OF ELECTRICAL SERVICES AT

512-494-9400
2. CAPPING AND PLUGGING OF WATER AND WASTEWATER SERVICES AS PER THE PLUMBING CODE

ON PRIVATE PROPERTY WITHIN FIVE FEET (5') OF PROPERTY LINE.
3. EROSION AND SEDIMENTATION CONTROLS ARE TO BE PLACED OUTSIDE OF THE TREE

PROTECTION FENCING.
4. SEE DETAIL 520S-2 ON SHEET 2 FOR ABANDONMENT OF W/WW SERVICES
5. TREE PROTECTION FENCING IS REQUIRED FOR ALL TREES WITHIN THE LIMITS OF DESTRUCTION

ON SITE BEFORE DEMOLITION OCCURS. WHERE FENCING CANNOT BE PLACED TO PROTECT THE
EXTENT OF THE CRZ WITH NATURAL GROUND COVER, PROVIDE AN 8” LAYER OF ORGANIC
HARDWOOD MULCH OUTSIDE OF THE FENCING.

6. STRAPPING 2X4 OR THICKER LUMBER (TO MATCH HEIGHT OF BUILDING) SECURELY AROUND TREE
TRUNK, BUTTRESS ROOTS, AND ROOT FLARE, IS REQUIRED IF FENCING CANNOT GO AROUND THE
ENTIRE HALF CRZ.

7. IF PRUNING IS NECESSARY DURING DEMOLITION, IT SHOULD TAKE PLACE PRIOR TO THE START OF
THE DEMOLITION PROCESS. IT MUST BE PERFORMED BY A QUALIFIED ARBORIST AND NO MORE
THAN 25% IS PERMITTED.

8. PROVIDE TREE PROTECTION FOR ALL TREES 8 INCHES OR GREATER IN DIAMETER.
9. INSTALL TREE PROTECTION FENCING PRIOR TO ANY DEMOLITION ACTIVITIES.
10. CRITICAL ROOT ZONE (CRZ) FENCING SHALL CONSIST OF 5-FOOT-HIGH CHAIN LINK FENCING,

INSTALLED PER ECM SECTION 3.6.1, AND SHALL REMAIN IN PLACE FOR THE DURATION OF THE
PROJECT FOR ALL PROTECTED TREES.

11. ANY PORTION OF THE CRZ NOT ENCLOSED BY FENCING AND NOT APPROVED FOR IMPACTS MUST
BE PROTECTED WITH 8 INCHES OF HARDWOOD MULCH, MAINTAINED THROUGHOUT
CONSTRUCTION.

12. WHERE MULCH IS USED AS ALTERNATIVE PROTECTION WITHIN THE HALF CRITICAL ROOT ZONE, IT
MUST BE TOPPED WITH DECKING.

13. INSTALL TRUNK WRAP TO PROTECT THE FIRST 8 FEET OF TREE HEIGHT IF PROTECTIVE FENCING IS
LOCATED WITHIN 5 FEET OF THE TRUNK.
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NARROW ROAD GROUP
904, 906, AND 908 W 22ND STREET, AUSTIN, TEXAS
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Callout
2x4x6 or greater size lumber shall be strapped vertically to the tree and 8" of hardwood mulch shall be applied within full CRZ. See details on Sheet 2.

Where mulch is used as alternate protection within the Half CRZ, it shall be topped with decking.

Contractor to use hand tools where demolishing existing structures within the CRZs of trees 8" or greater in diameter.
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Slab to remain.
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Slab to remain.
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Slab to remain.
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Slab to remain.
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Slab to remain.
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Provide tree protection chain link fencing per Detail 610S-2 on Sheet 2 for all protected trees.
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14.  NO TREES TO BE REMOVED WITH THIS SITE PLAN EXEMPTION.
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Callout
Contractor to cut WW service to all lots within site and install temporary PVC cap prior to demolition.

Service to be capped and plugged on private property within 5' of the property line per Detail 520 S-2.

Wastewater service is to abandoned in place.
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Callout
Contractor to cut WW service to all lots within site and install temporary PVC cap prior to demolition.

Service to be capped and plugged on private property within 5' of the property line per Detail 520 S-2.

Wastewater service is to abandoned in place.
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Contractor to cut WW service to all lots within site and install temporary PVC cap prior to demolition.

Service to be capped and plugged on private property within 5' of the property line per Detail 520 S-2.

Wastewater service is to abandoned in place.
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Existing 3/4" WTR WM #8447 - 904 W 22nd St.

Meter is not to remain in service and will be returned for credit. Line to be abandoned in place as per Detail 520S-2.
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Existing 3/4" WTR WM #8446 - 906 W 22nd St.

Meter is not to remain in service and will be returned for credit. Line to be abandoned in place as per Detail 520S-2.
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Existing 1/2" WTR WM #1945 - 908 W 22nd St.

Meter is not to remain in service and will be returned for credit. Line to be abandoned in place as per Detail 520S-2.
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NOTE:
TREE SITES AND SIZES ARE APPROXIMATE. ALL TREES ARE TO REMAIN.
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(Approximate) to remain
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(Approximate) to remain
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8" PVC Wastewater Line (WWW_ID 180804)
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20" CI Water Line (WWW_ID 329523)
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